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Broan QS Series
The QS series sets a new standard for style, quiet and ease of cleaning.

•  Three-level light settings; dual halogen bulbs (PAR20) not included
•  Heat SentryTM detects excessive heat and turns unit to high automatically (QS2, QS3)
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Under Cabinet Hoods

Dimensions shown are in inches.

SPECIFICATIONS

SERIES WIdTh STAINlESS 
STEEl 

WhITE BlACK BISCUIT AlMONd CONTROl FIlTER CFM SONES INSTAllATION
TYPE

QS3

30” QS330SSN QS330WWN QS330BLN — —
Three-speed 
electronic  
control with 
boost mode

Professional 
style filters

430 0.4 3 1/4” x 10” (H.V) 
7” round*, non-ducted

36” QS336SSN QS336WWN — — 430 0.4 3 1/4” x 10” (H.V) 
7” round*, non-ducted

QS2 30” QS230SSN QS230WWN QS230BLN — — Three-speed 
electronic 
control

Micromesh
filters

300 0.9 3 1/4” x 10” (H.V) 
7” round*, non-ducted

QS1 30” QS130SSN QS130WWN QS130BLN — QS130AAN Two-speed 
rocker switch 
control

Aluminum 
filters

220 1.5 3 1/4” x 10” (H.V) 
7” round*, non-ducted

OPTIONS

BPSF30 Replacement Charcoal Filter 30” (QS) BPS3FA36 Replacement Aluminum Filter, 36” (QS3)

BPSF36 Replacement Charcoal Filter, 36” (QS) BPS2FA30 Replacement Aluminum Filter, (QS2)

BPS3FA30 Replacement Aluminum Filter, 30” (QS3) BPS1FA30 Replacement Aluminum Filter, (QS1)

ARP310** Réducteur de débit (limite le débit de la hotte à moins de 300 PCM)

*  7” round damper and adapter sold separately.
**  QS2 Series only.


