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170PG-CS

Inlet Recommended
Handle Stroke Bore Weight Length Size NPT  Hose Size

Model Description in (mm) in (mm) lb (kg) in (mm) bpm cfm in in (mm)

NEEDLE SCALERS

172LNA1 In-line 9/16" (14) 15/16" (24) 2.14 (2.38) 13-3/4" (349) 5,500 12 1/4" 5/16" (8)

182LNA1 In-line 1-1/16" (27) 15/16" (24) 2.75 (2.61) 15" (381) 4,000 13 1/4" 5/16" (8)

170PG Pistol grip 1.4" (35.6) 0.925" (23.5) 6.62 (3.00) 12.4" (3.15) 3,000 5.5 1/4" 5/16" (8)

180PG Pistol grip 1.54" (39.1) 1.125" (28.6) 8.88 (4.03) 13.5" (3.43) 2,200 8 1/4" 5/16" (8)

CHISEL SCALERS

172L In-line 9/16" (14) 15/16" (24) 3.69 (1.69) 7-5/8" (194) 5,500 12 1/4" 5/16" (8)

182G Swan neck 1-1/16" (27) 15/16" (24) 5.31 (2.41) 12-13/16" (325) 4,000 13 1/4" 5/16" (8)

182L In-line 1-1/16" (27) 15/16" (24) 4.06 (1.84) 9" (229) 4,000 13 1/4" 5/16" (8)

*5/8" hex is optional for 180PG-CS.

Model Kit Contents

Scaler Kits

182K1 182L needle scaler, the 5" needle housing, 2 needle packs (5" and 7" long) and 3 chisels; there are 
19 needles per pack made of carbon steel; the chisels included are one each of the following: 7" flat
scaling chisel, 6" angle scaling chisel, and a 6" straight scaling chisel

170PG-CS 170PG needle scaler, 1/2" shank chisel holder, 3 needle packs and 3 chisels; needles included are one
pack each of chisel tip, pointed tip, and flat tip 3 mm needles, with 19 needles per pack; needles are 7"
long and made of carbon steel; chisels included are one each of 1/2" square, 7" long chisels: 3/4" flat,
1-3/8" offset (weld flux), and 2" flat chisel

180PG-CS 180PG needle scaler, 1/2" shank chisel holder, 3 needle packs and 3 chisels; needles included are one
pack each of chisel tip, pointed tip, and flat tip 3 mm needles, with 28 needles per pack; needles are 7"
long and made of carbon steel; chisels included are one each of 1/2" square, 7" long chisels: 3/4" flat,
1-3/8" offset (weld flux), and 2" flat chisel
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Adjustable needle housing

Precision heat-treated needles
for maximum performance

Available in both in-line and
pistol grip configurations

Long nozzle section extends retainer life
and permits the use of a variety of
accessories

Strengthened head block holds up under
the most extreme conditions

Available in both in-line, pistol grip, and
swan neck configurations


