
75 Ohm TV Cable.75 Oh
9 - 50' (15.2m)

- 25' (7.6m)
9W - 50' (15.2m)
8W - 25' (7.6m)

HBL63CM65 HBL63CM69

HBL61CM52 & HBL61CM52LED - 50' (15.2m)
HBL61CM42 & HBL61CM42LED - 25' (7.6m)
HBL61CM52W & HBL61CM52WLED - 50' (15.2m)
HBL61CM42W & HBL61CM42WLED - 25' (7.6m)

HBL63CM61

HBL77CM16
HBL77CM16W

HBL77CM16
HBL77CM16W HBL63CM70 HBL77CM74WO

HBL77CM74WO

HBL61CM53 & HBL61CM53LED - 50' (15.2m)
HBL61CM53W & HBL61CM53WLED - 50' (15.2m)
HBL61CM43 & HBL61CM43LED - 25' (7.6m)

HBL26CM10HBL26CM11
HBL60CM31
HBL60CM31W

HBL74CM25WOA 
HBL74CM25WOAW

M4100C12 M4100R12M4100P12

M5200CS1 M5200RS1M5200PS1

PH6597TVTV97 PH6597PH6625PH7440

YC310250 - 280' (85.3m) Yellow cable only. 
WC310280 - 280' (85.3m) White cable only.

CW125IT5 - 125' (38.0m) One-ended cable set for winches.
CW100IT5 - 100' (30.4m) One-ended cable set for winches.
CS50EXT5 - 50' (15.2m) Extension cord.

CS100IT5 - 100' (30.4m) 4-Wire
CS75IT5 - 75' (22.8m) 4-Wire

YC306250 - 250' (76.2m) Yellow cable only.

YC406250 - 250' (76.2m) Yellow cable only.

CS1004 - 100' (30.4m) 4-Wire
CS754 - 75' (22.8m) 4-Wire
CS100IT4 - 100' (30.4m) 3-Wire
CS754IT4 - 75' (22.8m) 3-Wire

PH6630 - 250' (76.2m) Yellow cable only.
PH6599 - 50' (15.2m)
PH6598 - 25' (7.6m)
PH6599W - 50' (15.2m)
PH6598W - 25' (7.6m)

HBL61CM08 & HBL61CM08LEDHBL61CM08 & HBL61CM - 50' (15.2m)
HBL61CM05 & HBL61CM05LED - 35' (10.7m)
HBL61CM03 & HBL61CM03LED - 25' (7.6m)
HBL61CM08W & HBL61CM08WLED - 50' (15.2m)
HBL61CM03W & HBL61CM03WLED - 25' (7.6m)

CW125IT4 - 125' (38.0m) One-ended cable set for winches.
CW100IT4 - 100' (30.4m) One-ended cable set for winches.
CW754 - 75' (22.8m) One-ended cable set for winches.
CS50EXT4 - 50' (15.2m) Extension cord.

M5100C9
M5100C7

M5100R9 
M5100R7

M5100P9
M5100P7
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Marine Products
30 Ampere, 125 Volt Cable Set
Features and Benefits
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Exclusive copper crimp barrel termination
provides protection against internal
overheating and burnout compared to
brass crimps. These copper crimps are
the same type used by power companies.
The result: tighter connections, better 
conductivity and longer life.

Line-up notches to indicate:
Locked - Unlocked.

Arrow indicating unlock position.

UL Listed.

Available in 25, 35 and 50 foot lengths.

Jute fillers inside jacket for maximum cable flexibility.
Hubbell cable coils neater, lighter, lays flatter.

Molded flexneck adds life to cable set by helping  
to prevent right-angle cable damage and pullout.

Strain relief bull ring protects against stress and strain
on the conductors caused by boat movement,
crew traffic and rough handling.

Molded design totally encased in  
solid PVC material, for superior  
waterproofing and durability.

Locking ring assures proper alignment of connector  
to inlet for complete contact and waterproofing.  
Prevents accidental disengagement.

Arrow indicating lock position.

Arrow with ground symbol allows
lining up with ground of receptacle.

New improved styling.

Note: Cable sets must be fully extended before using.



30A 125V
NEMA L5-30R

UL/CSA

G

W

Mounting holes are 
2  in. (60.3) on center.

HBLCBINM

HBL303SSO

HBL303SS

HBL303NM

HBL303SSBL
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30A 125V Ship-to-Shore Devices
Description Catalog Numbers

Stylized UV resistant non-metallic shore power inlet has white  HBL303NM 
Centrex cover which makes unit weatherproof when completely  
closed. Interior has easy-to-wire terminations and is transparent for  
quick and easy visual inspection. Mounting holes are 2.38 in. (60.3) on  
centers and match existing mounting patterns. Mounting screws and  
gasket included. Protective rear enclosure/strain relief also included. 

Stylized type 316 stainless steel shore power inlet has easy to use  HBL303SSBL Δ 
push-button latch that makes unit watertight when fully engaged.  
Interior has easy-to-wire terminations and is transparent for quick  
and easy visual inspection. Mounting holes are 2.38 in. (60.3) on centers  
and match existing mounting patterns. Mounting screws and gasket  
included. Protective rear enclosure/strain relief also included.

Traditional, stainless steel shore power inlet has new easy-to-wire  HBL303SS 
terminations. Interior is transparent for quick and easy visual inspection.  
Interior is shielded from the elements by a gasketed, self-closing cover,  
watertight when cover is screwed in place. Mounting holes are 2.38 in.  
(60.3) on centers. Mounting screws and gasket included. Protective  
rear enclosure/strain relief also included.

Traditional stainless steel inlet housing; blank for attaching a circuit breaker HBLCBISS 
(not included). Mounting hardware for Carling series breakers included.

Stylized non-metallic inlet housing; blank for attaching a circuit breaker HBLCBINM 
(not included). Mounting hardware for Carling series breakers included. 

Protective rear cover. Fits all 30A shore power inlets.  SR3050** 
Secures to back of inlets with 3 screws which are provided. 

Replacement interior for HBL303SS and 60CM61 shore power inlets. HBL303INT

Nickel plated brass adapter plate for mounting chrome plated brass HBL60CM75 
shore power inlets to FS/FD box. 

Traditional Stainless steel power outlet has gasketed, self-closing cover, HBL303SSO 
watertight when cover is screwed in place. Mounting  holes are 2.38 in.  
(60.3) on centers. Mounting screws and gasket included. 

Notes: ** Not UL/CSA. 
 Δ To be discontinued when present stocks are exhausted. 
 
 
 
30A 125V Traditional Stainless Steel Inlets
 

IP56
SUITABILITY Inlets Only.

Marine Products
30 Ampere, 125 Volt Twist-Lock® Devices
2 Pole 3 Wire
Ship-to-Shore Devices
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HBL61CM08

YC310250
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30A 125V
NEMA L5-30R

G

W

30A 125V Shore Power Cable Set
Description Catalog Numbers

Yellow 50 ft. (15.2m) vinyl jacketed shore power cable set. #10 AWG is HBL61CM08
factory pre-wired with molded-on devices. Connector end has
non-metallic threaded sealing ring which makes inlet/connector
interface watertight.

Same as HBL61CM08 except 35 ft. (10.7m) in length. HBL61CM05

Same as HBL61CM08 except 25 ft. (7.6m) in length. HBL61CM03

Same as HBL61CM08 except in white. HBL61CM08W

Same as HBL61CM03 except in white. HBL61CM03W

Yellow 250 ft. (76.2m) three conductor, #10 AWG type STW, PVC jacketed YC310250
portable cord with jute fillers for added flexibility. Ideal for 
making cable sets, extension cord, and adapters that will not 
mark boat’s deck. 250 ft. (76.2m) lengths only.

White 280 ft. (85.3m) three conductor, #10 AWG type STW, PVC jacketed WC310280
portable cord with jute fillers for added flexibility. Ideal for 
making cable sets, extension cord, and adapters that will not 
mark boat’s deck. 280 ft. (85.3m) lengths only.

Replacement non-metallic sealing ring for 30A cable sets RPL30P
and boots. Not UL Listed.

IP56
SUITABILITY

(Boatside)

Marine Products
30 Ampere, 125 Volt AC Cable Sets and Bulk Cable
2 Pole 3 Wire

Ship-to-Shore Devices

(Cable Sets)
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