
EY/EYD SERIES • FITTINGS
SEALING FITTING

F46

FEATURES-SPECIFICATIONS

EYD-3 EYD-3-T with Nipple
(Drain/Seal for vertical conduit)

EY & EYD Series
Class I, Div. 1 & 2, Groups C,D
Class I, Zone 1, Groups IIB, IIA
Class II, Div. 1 & 2, Groups E,F,G
Class III

Lis ted Fi le No. E10514

Cer t i f i ed Fi le No. LR11716

DIMENSIONS

EY SEA L I NG F I T T I NGS

A B
TURNING
RADIUS

1/2"

3/4"

1"

1-1/4"

1-1/2"

2"

2-1/2"

3"

3-1/2"

4"

EY-1M

EY-2M

EY-3M

EY-4M

EY-5M

EY-6M

EY-7M

EY-8M

EY-9M

EY-0M

3-1/16"(78)

3-1/16"(78)

4-9/32"(109)

5-1/8"(130)

5-1/8"(130)

5-1/8"(230)

7"(178)

7"(178)

8-3/4"(222)

8-3/4"(222)

2-3/4"(70)

2-3/4"(70)

3-1/8"(79)

3-7/8"(98)

4-5/8"(117)

5-11/16"(144)

6-5/16"(160)

6-5/16"(160)

7-1/8"(181)

7-1/8"(181)

2-1/4"(57)

2-1/4"(57)

2-3/8"(60)

2-7/8"(73)

3-7/16"(87)

4-1/4"(108)

4-5/8"(117)

4-5/8"(117)

5-3/8"(138)

5-3/8"(138)

EY-1TM

EY-2TM

EY-3TM

EY-4TM

EY-5TM

EY-6TM

EY-7TM

EY-8TM

EY-9TM

EY-0TM

HUB
SIZE

EY W I TH N I PP L E

DIMENSIONS

EYD SEA L I NG F I T T I NGS

A B
TURNING
RADIUS

1/2"

3/4"

1"

1-1/4"

1-1/2"

2"

2-1/2"

3"

3-1/2"

4"

EYD-1M

EYD-2M

EYD-3M

EYD-4M

EYD-5M

EYD-6M

EYD-7M

EYD-8M

EYD-9M

EYD-0M

4-9/32"(109)

4-9/32"(109)

4-9/32"(109)

5-1/8"(130)

5-1/8"(130)

5-1/8"(130)

7"(178)

7"(178)

8-3/4"(122)

8-3/4"(122)

3-1/8"(79)

3-1/8"(79)

3-1/8"(79)

3-7/8"(98)

4-5/8"(117)

5-11/16"(144)

6-5/16"(160)

6-5/16"(160)

7-1/8"(181)

7-1/8"(181)

2-1/4"(57)

2-1/4"(57)

2-1/4"(57)

2-7/8"(73)

3-7/16"(87)

4-1/4"(108)

4-5/8"(117)

4-5/8"(117)

5-3/8"(137)

5-3/8"(137)

EYD-1TM

EYD-2TM

EYD-3TM

EYD-4TM

EYD-5TM

EYD-6TM

EYD-7TM

EYD-8TM

EYD-9TM

EYD-0TM

HUB
SIZE

EYD W I TH N I PP L E

EY Series EYD Series

Dimensions

EY-3 EY-3-T with Nipple
(For Vertical Conduit)

EYD-1-T

EYD-2-T

EYD-3-T

EYD-4-T

EYD-5-T

EYD-6-T

EYD-7-T

EYD-8-T

EYD-9-T

EYD-0-T

EYD-1

EYD-2

EYD-3

EYD-4

EYD-5

EYD-6

EYD-7

EYD-8

EYD-9

EYD-0

CATALOG NUMBERCATALOG NUMBER

CATALOG NUMBER CATALOG NUMBER

EY-1

EY-2

EY-3

EY-4

EY-5

EY-6

EY-7

EY-8

EY-9

EY-0

EY-1-T

EY-2-T

EY-3-T

EY-4-T

EY-5-T

EY-6-T

EY-7-T

EY-8-T

EY-9-T

EY-0-T

Material/Finish
Copper-free Aluminum
(less than 4/10 of 1%)
• Electrostatically applied
powder coating

Duraloy Iron
• Tri-Coat Finish of electrozinc,
chromate sealant, and electro-
statically applied powder coating

KILLARK
ALUMINUM

DURALOY
IRON

KILLARK
ALUMINUM

DURALOY
IRON

KILLARK
ALUMINUM

DURALOY
IRON

KILLARK
ALUMINUM

DURALOY
IRON

See f i les for de ta i ls or ca l l K i l la rk .


