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Arc Flash Labels

Write-On Arc Flash Labels
•	Write-in	areas	for	equipment-specific	information	like	flash	protection	boundary,	
hazard	category,	and	required	PPE.

•	B-7569	vinyl	can	be	written	on	with	pen	or	marker	

•	Updated	for	the	NFPA	70E	2012	edition

Arc Flash Labels with Pre-printed Hazard Categories
•	Labels	come	with	the	hazard	category	and	PPE	requirements	preprinted

•	Write-in	areas	for	specifics	such	as	minimum	arc	rating,	flash	protection	boundary,	etc.

•	B-7569	vinyl	can	be	written	on	with	pen	or	marker	

•	Updated	for	the	NFPA	70E	2012	edition

Equipment ID:

#000000 BRADYID.COM *Y1234567*Y1234567

Arc Flash Hazard
Appropriate PPE Required

2 8
Flash Protection Boundary

Hazard Risk Category Incident Energy (cal/cm2)

Flash Protection Equipment
Arc-rated long sleeve shirt and long pants OR arc-rated coverall
Arc-rated flash suit hood or arc-rated face
shield and arc-rated balaclava
Hard hat and safety glasses or safety goggles
Hearing protection (ear canal inserts)
Leather gloves and leather work shoes

DANGER
FLASH PROTECTION
Arc Flash Boundary
Hazard Risk Category
Incident Energy (cal/cm2)
Corresponding Work Distance
 VAC Shock Hazard When:

Minimum Arc Rating of Clothing
Nominal System Voltage

Limited Approach Boundary
Restricted Approach Boundary
Prohibited Approach Boundary

SHOCK PROTECTION

 Class PPE:

4
40

 V-rating

#000000 BRADYID.COM *Y1234567*Y1234567

Arc Flash & Shock Hazard
Appropriate PPE Required

PPE: Arc-rated long sleeve shirt and long pants OR arc-rated coverall
Arc-rated flash suit jacket, pants and hood
Hard hat (with arc-rated hard hat liner AN)
Safety glasses or safety goggles

Hearing protection (ear canal inserts)
Arc-rated gloves and leather work shoes

Equipment ID:

4” x 6” Arc flash hazard 5” x 7 ” Arc flash & shock hazard

Equipment ID:

#000000 BRADYID.COM *Y1234567*Y1234567

Arc Flash Boundary
Hazard Risk Category
Minimum Arc Rating of Clothing

Incident Energy (cal/cm2)
Corresponding Work Distance
Nominal System Voltage

Face shield
Hearing protection
Safety glasses
Safety goggles
Leather gloves
Leather shoes

Arc-rated shirt
Arc-rated pants
Arc-rated coverall
Flash suit
Flash hood
Hard hat

Arc-rated balaclava
Arc-rated hard hat liner
Arc-rated gloves
Long-sleeve shirt
Long pants

Arc Flash Hazard
Appropriate PPE Required

DANGER

#000000 BRADYID.COM *Y1234567*Y1234567

Arc Flash & Shock Hazard
Appropriate PPE Required

FLASH PPE

Equipment ID:

SHOCK PPE

Incident Energy (cal/cm2)
Corresponding Work Distance
Nominal System Voltage
Limited Approach Boundary
Restricted Approach Boundary
Prohibited Approach Boundary

Arc Flash Boundary

Hazard Risk Category

Minimum Arc Rating of Clothing

 VAC Shock Hazard When:

Safety glasses
Hearing protection
Face shield

Safety goggles
Leather gloves
Leather shoes

Arc-rated coverall
Arc-rated pants
Arc-rated shirt

Flash suit
Flash hood
Hard hat

Arc-rated hard hat liner
Arc-rated balaclava

Arc-rated gloves
Long-sleeve shirt
Long pants

Class

V-rating

4” x 6” Arc flash hazard 5” x 7” Arc flash & shock hazard

Print Your Own 
Arc Flash Labels

The	BBP®31	Sign	&	Label	
Printer	can	take	on	all	your	
arc	flash	labeling	needs!	
View	page	308	for	more	
information.

NFPA70 National Electric Code 
110.16 Flash Protection 
Switchboards,	panelboards,	industrial	control	panels,	meter	socket	enclosures,	and	motor	control	centers	that	are	in	other	than	
dwelling	occupancies	and	are	likely	to	require	examination,	adjustment,	servicing,	or	maintenance	while	energized	shall	be	field	
marked	to	warn	qualified	persons	of	potential	electric	arc	flash	hazards.	The	marking	shall	be	located	so	as	to	be	clearly	visible	to	
qualified	persons	before	examination,	adjustment,	servicing,	or	maintenance	of	the	equipment.

NEW!
FPN No. 1: NFPA	70E-2012,	Standard	for	Electrical	Safety	in	the	Workplace,	
provides	assistance	in	determining	severity	of	potential	exposure,	planning	safe	
work	practices,	and	selecting	personal	protective	equipment.

FPN No. 2: ANSI	Z535.4-1998,	Product	Safety	Signs	and	Labels,	provides	
guidelines	for	the	design	of	safety	signs	and	labels	for	application	to	products.

Catalog # Header Hazard Size Quantity
121083 Warning 0 5”	x	7” 5/pack
121085 Warning 1 5”	x	7” 5/pack
121087 Warning 2 5”	x	7” 5/pack
121091 Warning 3 5”	x	7” 5/pack
121093 Warning 4 5”	x	7” 5/pack
121084 Danger 0 5”	x	7” 5/pack
121086 Danger 1 5”	x	7” 5/pack
121088 Danger 2 5”	x	7” 5/pack
121092 Danger 3 5”	x	7” 5/pack
121094 Danger 4 5”	x	7” 5/pack

Catalog # Header Size Quantity
121077 Warning 5”	x	7” 5/pack
121078 Danger 5”	x	7” 5/pack

Catalog # Header Size Quantity
121079 Warning 4”	x	6” 5/pack
121080 Danger 4”	x	6” 5/pack

Catalog # Header Hazard Size Quantity
121095 Warning 0 4”	x	6” 5/pack
121097 Warning 1 4”	x	6” 5/pack
121099 Warning 2 4”	x	6” 5/pack
121101 Warning 3 4”	x	6” 5/pack
121103 Warning 4 4”	x	6” 5/pack
121096 Danger 0 4”	x	6” 5/pack
121098 Danger 1 4”	x	6” 5/pack
121100 Danger 2 4”	x	6” 5/pack
121102 Danger 3 4”	x	6” 5/pack
121104 Danger 4 4”	x	6” 5/pack

www.BradyID.com/arcflash
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