
SPECIFIC ATIONS CONSTRUC TION
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26303-02-024 2 18 Solid 0.015 0.381 0.203 5.156 22 33

26303-03-024 3 18 Solid 0.015 0.381 0.214 5.436 31 46

26303-04-084 4 18 Solid 0.015 0.381 0.232 5.893 38 57

26303-05-024 5 18 Solid 0.015 0.381 0.243 6.172 47 70

26303-06-084 6 18 Solid 0.015 0.381 0.261 6.629 55 82

26303-08-084 8 18 Solid 0.015 0.381 0.292 7.417 69 103

26303-10-084 10 18 Solid 0.015 0.381 0.320 8.128 85 126

26303-12-084 12 18 Solid 0.015 0.381 0.344 8.738 100 149

26304-02-080 2 16 Solid 0.015 0.381 0.224 5.690 30 45

26304-04-080 4 16 Solid 0.015 0.381 0.258 6.553 55 82

LVT Wire 30V 
PVC

Conductor: Solid bare copper

Insulation: Polyvinyl Chloride (PVC)

Conductor Temperature: -20°C to +60°C

Options: �Other coloured outer jackets and FT6 rating available upon request

• CSA FT4

• RoHS

	 *Refer to CE Code for details

Note: �All dimensions are nominal and are subject to normal manufacturing tolerance. 
Specifications are subject to change without prior notice.

* Refer to CEC for Ampacity. 

Part Number No. of Cond.
AWG Size Insulation 

Thickness
Approximate  

Diameter Net Weight 

Cond. Stranding in. mm in. mm. LB/ MFT KG/KM


