
ELECTRICAL SOLUTIONS

Order number of pieces required, in multiples of Standard Package Quantity. Prime items appear in BOLD.C2.34
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Pan-Way ® Fast-Snap™ Surface Mount Outlet Boxes

• JB1FS and JBP2FS assemble without the use of screws for 
faster installation

• JB1FS and JBP2FS are supplied with adhesive backing to 
speed installation

• JB1FS and JBP2FS accept Pan-Way ® Snap-on Faceplates for
superior aesthetics

‡For other colors replace IW (Off White) with EI (Electric Ivory), IG (International Gray), or WH (White).
For complete labeling solutions and product information, reference chart below.

T70FH2 T70FH4

T70FV2 T70FV4

JB1FS**-A JBP1FS**

Pan-Way ® Classic Series Snap-On Faceplates for Use with Panduit ®

Mini-Com ® Modules
• Can be used with Pan-Way ® Cove, TG-70, T-70, Twin-70, T-45 Raceway Systems, Fast-Snap™ Outlet Boxes and Pan-Pole ™ Aluminum

Outlet Pole

‡For other colors replace IW (Off White) with EI (Electric Ivory), IG (International Gray), or WH (White).
For complete labeling solutions and product information, reference chart below.

Part Number Part Description Color‡

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.

T70FH2IW Snap-on horizontal sloped communication faceplate. Accepts
two Panduit ® Mini-Com ® Modules (not included). No additional
mounting hardware required.

Off
White 

1 10

T70FH4IW Snap-on horizontal sloped communication faceplate. Accepts
four Panduit ® Mini-Com ® Modules (not included). No additional
mounting hardware required.

Off
White

1 10

T70FV2IW Snap-on vertical sloped communication faceplate. Accepts two
Panduit ® Mini-Com ® Modules (not included). No additional
mounting hardware required.

Off
White

1 10

T70FV4IW Snap-on vertical sloped communication faceplate. Accepts four
Panduit ® Mini-Com ® Modules (not included). No additional
mounting hardware required.

Off
White

1 10

Component Labels for Pan-Way ® Classic Series Snap-On Faceplates for Use with
Panduit ® Mini-Com ® Modules and Inserts

Suggested Label Solutions for TIA/EIA-606-A Compliance

Faceplate Part
Number

Laser/Ink 
Jet Desktop
Printer Label

TDP43MY
Thermal Transfer

Desktop 
Printer Label

PanTher™ LS8E
Hand-Held 

Printer Label

Cougar™ LS9
Hand-Held 

Printer Label
T70FH2IW

C125X030FJJ C125X030YPT C125X030FJC T031X000FJC-BK
T70FV2IW

T70FV4IW

All T70B Parts

T70FH4IW C252X030FJJ C252X030YPT C252X030FJC T031X000FJC-BK

Part Number Part Description Color‡

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.

JB1FSIW-A Single gang two-piece snap together outlet box with adhesive
backing. Box accepts Pan-Way ® Snap-On Faceplates. For use
with Pan-Way ® T-45 or LD profile raceway. 5.00"L x 3.26"W x
1.62"H (127.1mm x 82.7mm x 41.1mm).
Breakouts for 1/2", 3/4", or 1" diameter conduit.

Off
White

1 10

JBP1FSIW Single gang power rated two-piece snap together outlet box.
Box accepts Pan-Way ® Snap-On Faceplates. For use with
Pan-Way ® T-45 or LD, LDP, LDPH, LDS profile raceways.
5.00"L x 3.26"W x 1.62"H (127.1mm x 82.7mm x 41.1mm).
Breakouts for 1/2", 3/4", or 1" diameter conduit.

Off
White

1 10

JBP2FSIW Double gang power rated two-piece snap together outlet box.
Box accepts Pan-Way ® Snap-On Faceplates. For use with
Pan-Way ® T-45 or LD profile raceway. 5.00"L x 6.14"W x
1.62"H (127.1mm x 155.9mm x 41.1mm).
Breakouts for 1/2", 3/4", or 1" diameter conduit.

Off
White

1 10

JBP2FS**




