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MOUNTING PADS
• Saves Cable Tie Cinching Time patented stay-n-place tab keeps cable tie head from sliding down

behind bundle during vertical applications and maintains placement during horizontal applications

• Easy Insertion of Cable Ties patented lead-n-feature funnels cable ties into position and
countersunk screw hole allows cable tie to easily pass over screw head

• Saves Positioning Time with the 4 sided entry and center screw hole

Per Part Colour Length Height Slot Height Slot Width Screw UR-CSA Per 
Bag Number & Material Inch/mm Inch/mm Inch/mm Inch/mm Size Mil-Spec Case
100 MPNY7509C Natural Nylon .74/18.79 .19/4.82 .05/1.27 .20/5.08 #4 UR-CSA 1,000
100 MPNY7500C Black Nylon
100 MPNY10009C Natural Nylon .99/25.14 .20/5.08 .06/1.52 .20/5.08 #6 UR-CSA 1,000
100 MPNY10000C Black Nylon
500 MPNY7509D Natural Nylon .74/18.79 .19/4.82 .05/1.27 .20/5.08 #4 UR-CSA 1,000
500 MPNY7500D Black Nylon
500 MPNY10009D Natural Nylon .99/25.14 .20/5.08 .06/1.52 .20/5.08 #6 UR-CSA 1,000
500 MPNY10000D Black Nylon

Rubber Adhesive Natural & Black

Tolerance: .XXX = ±.005, .XX = ±.015, Fraction = ±1⁄32"


