1y-Duct

Narrow Slot Wiring Duct

Designed to fit the spacing of
high-density terminal blocks!

- - Two-Point Contact

Narrow Slot Wiring Duct Design

e Smaller, higher number of fingers for
more concise harnessing

* Non-slip cover does not slide easily and
resists vibration

* Rounded edges keep hands and wires
free of abrasion

¢ V-shaped slot lead-in enables easier and
faster wire installation

¢ Restricted slot design ensures that wires
are held with or without the cover inserted

Flush Cover

e Flush cover attaches flush with sidewall s

for finished look

¢ Versatile North American and DIN
Standard mounting holes enable same
duct for multiple applications

Two Levels
of Wire Service

Dual Score
Lines

N e Dual score lines are designed to
Three Levels | N yield clean breakoffs at the base of
of Wire Service l \'\ / the slot and the duct

e Finger design restricts wire from
slipping along the edge; creates two
or three levels of wire service (see
page 118 for illustration)

| i) e | ead-free construction

e Constructed of flame-retardant PVC
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1y-Duct

Narrow Slot Wiring Duct
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[_]=space for colour identifier:

= Grey
= White

= Black

1 = Intrinsic Blue -

For a complete listing of Narrow Slot
dimensional details see page 118.
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Side View
CAT. NO. DESCRIPTION SIZE (W x H) COVER DUCT STD. COVER STD. LENGTH
IN. MM CAT. NO. CTN. QTY CTN. QTY (FT.)

TY75X15NP[ _]6 .75x 1.5 Narrow Slot Duct 0.94x1.60 23.9x40.6 TY75CP[_]6 120 120 6
TY1X1NP[_]6 1 x 1 Narrow Slot Duct 125x1.14  31.8x29.0 120

TY1X15NP[_]6 1x1.5Narrow Slot Duct 1.25x1.60 31.8x40.6 120

TY1X2NP[ _6 1 x 2 Narrow Slot Duct 125x210 31.8x53.3 TY1CP[_]6 120 120 6
TY1X3NP[ _]6 1 x 3 Narrow Slot Duct 125x3.06 31.8x77.5 120

TY1X4NP[ _6 1 x 4 Narrow Slot Duct 125x4.37 31.8x111.0 60

TY15X1INP[ _]6 1.5x1 Narrow Slot Duct 1.75x1.14  44.5x29.0 120

TY15X15NP[ _]6 1.5x 1.5 Narrow Slot Duct 1.75x1.60  44.5x 40.6 120

TY15X2NP[ _]6 1.5x2 Narrow Slot Duct 1.75x2.10 445x53.3 TY15CP[_]6 120 120 6
TY15X3NP[ _]6 1.5x3 Narrow Slot Duct 1.75x3.06 445x77.5 120

TY15X4NP[ _16 1.5x4 Narrow Slot Duct 1.75x4.37 44.5x111.0 60

TY2X1NP[ _]6 2 x 1 Narrow Slot Duct 225x124 572x315 120

TY2X15NP[ _]6 2 x 1.5 Narrow Slot Duct 2.25x1.70  57.2x43.2 120

TY2X2NP[ _ |6 2 x 2 Narrow Slot Duct ~ 2.25x2.19  57.2x55.6 TY2CP[ _]6 120 120 6
TY2X3NP[ _]6 2 x 3 Narrow Slot Duct ~ 2.25x3.14  57.2x79.8 60

TY2X4NP[ _ |6 2 x 4 Narrow Slot Duct ~ 2.25x4.46 57.2x113.3 60

TY2X5NP[ _ 16 2 x5 Narrow Slot Duct ~ 2.25x5.15 57.2x 130.8 60

TY25X2NP[ _]6 2.5x2 Narrow Slot Duct 2.75x2.19  69.9 x 55.6 120

TY25X3NP[ _]6 2.5x3 Narrow Slot Duct 2.75x3.14 69.9x79.8 TY25CP[_]6 60 120 6
TY25X4NP[ _]6 2.5x 4 Narrow Slot Duct 2.75x4.46 69.9x 113.3 60

TY3X1NP[ _]6 3 x 1 Narrow Slot Duct 325x1.24 82.6x315 120

TY3X2NP[ _]6 3 x 2 Narrow Slot Duct 3.25x219 82.6x55.6 60

TY3X3NP[ _16 3 x3Narrow Slot Duct ~ 3.25x3.14  82.6x79.8 TY3CP[_]6 60 120 6
TY3X4NP[ _]6 3 x 4 Narrow Slot Duct 3.25x4.46 826x113.3 60

TY3X5NP[ _ 6 3 x 5 Narrow Slot Duct 3.25x5.15 82.6x130.8 60

TY4X2NP[ _]6 4 x 2 Narrow Slot Duct ~ 4.25x2.19  108.0 x 55.6 60

TY4X3NP[ _16 4 x 3 Narrow Slot Duct ~ 4.25x3.14 108.0x79.8 TY4CP[_]6 60 120 6
TY4X4NP[ _ 16 4 x 4 Narrow Slot Duct ~ 4.25x4.46 108.0x 113.3 30

TY4X5NP[ _ 6 4 x 5 Narrow Slot Duct ~ 4.25x5.15 108.0 x 130.8 30

TY6X4NP[ _16 6 x 4 Narrow Slot Duct ~ 6.25x4.46 158.8x113.3 TY6CP[ _]6 30 60 6

Standard lengths are 6 feet.

Catalogue Number must be completed by adding suffix G for Grey, W for White, | for Intrinsic Blue, B for Black.

Example: TY75X15NPB6 a .75" x 1.5" narrow slot black duct.

To order duct without mounting holes, add suffix NM to catalogue number.
Example: TY75X15NPB6NM a .75" x 1.5" narrow slot black duct with no mounting holes.

To order Adhesive-Backed Duct, add suffix A to Catalogue Number.
Example: TY75X15NPB6A a .75" x 1.5" narrow slot black duct with adhesive backing. Shelf life for adhesive is 1 year.

PVC vinyl duct is UL® Recognized W\, CSA Certified and CE Compliant.
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