## Combination Couplings



Coupling used to join either metallic or nonmetallic (Type "B") liquid tight to EMT. Concrete-tight. UL listed "Raintight".
(4) File No. E24001
(5) File No. LR39354

## Combination Couplings



Used to join metallic to Rigid/IMC. Concrete-tight. UL listed "Raintight".

File No. E9391

## Liquid Tight Sealing Rings



Provides liquid tight sealing with connector to box or enclosure.

File No. E11259

## Zinc Die Cast

| Catalog <br> Number | Trade <br> Size | Unit <br> Qty. | Std. <br> Pkg. |
| :--- | :---: | :---: | :---: |
| $4360-D C$ | $1 / 2^{\prime \prime}$ | 25 | 100 |
| $4361-D C$ | $3 / 4^{\prime \prime}$ | 10 | 50 |

## Malleable Iron

| Catalog <br> Number | Trade Size <br> (LT to Rigid) | Unit <br> Qty. | Std. <br> Pkg. |
| :--- | :---: | :---: | :---: |
| $4369-L T$ | $3 / 8^{\prime \prime}-1 / 2^{\prime \prime}$ | 25 | 125 |
| $4370-$ LT | $1 / 2^{\prime \prime}-1 / 2^{\prime \prime}$ | 20 | 100 |
| $4371-$ LT | $3 / 4^{\prime \prime}-3 / 4^{\prime \prime}$ | 10 | 50 |
| $4372-$ LT | $1^{\prime \prime}-11^{\prime \prime}$ | 5 | 25 |
| $4373-$ LT | $11 / 4^{\prime \prime}-11 / 4^{\prime \prime}$ | 4 | 20 |
| $4374-$ LT | $11 / 2^{\prime \prime}-11 / 2^{\prime \prime}$ | 3 | 15 |
| $4375-$ LT | $2^{\prime \prime}-2^{\prime \prime}$ | 2 | 10 |

Polyethylene With Steel Retainer

| Catalog <br> Number | Trade <br> Size | Unit <br> Qty. | Std. <br> Pkg. |
| :--- | :---: | :---: | :---: |
| SR-050 | $1 / 2^{\prime \prime}$ | 100 | 400 |
| SR-075 | $3 / 4^{\prime \prime}$ | 100 | 400 |
| SR-100 | $1{ }^{\prime \prime}$ | 100 | 400 |
| SR-125 | $11 / 4^{\prime \prime}$ | 50 | 200 |
| SR-150 | $11 / 2^{\prime \prime}$ | 50 | 200 |
| SR-200 | $2^{\prime \prime}$ | 50 | 200 |
| SR-250 | $21 / 2^{\prime \prime}$ | --- | 5 |
| SR-300 | $3^{\prime \prime}$ | --- | 5 |
| SR-350 | $31 / 2^{\prime \prime}$ | --- | 5 |
| SR-400 | $4^{\prime \prime}$ | -- | 5 |

