Mini Flood

STANDRRD

STANDARD's Choice LED MiniFlood Lights create
bright, shadow-free security and ambient
lighting for a variety of outdoor applications,
including facades, landscapes, public places
and residential complexes. They are offered
in mulfiple wattages to fit both residential
and commercial uses, and have a wide flood
distribution for alarge and uniform light pattern.
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Order Description Watts Volts Colour CRI Life Lumen Finish Figure Traditionnal Case
code temp. L70 output equivalent qty
(W)
(W) (VAC) (K) (hrs) (Im) MH HPS  (master)
Knuckle
67300 FL/10W/30K/KN/BK/CHOICE/STD 10 120 3000 80 50 000 1063 Black A 50 35 60
67223 FL/10W/40K/KN/BK/CHOICE/STD 10 120 4000 80 50 000 1069 Black A 50 35 60
67301 FL/20W/30K/KN/BK/CHOICE/STD 20 120 3000 80 50 000 1803 Black B 70 70 40
67225 FL/20W/40K/KN/BK/CHOICE/STD 20 120 4 000 80 50 000 1870 Black B 70 70 40
67302 FL/30W/30K/KN/BK/CHOICE/STD 30 120 3000 80 50000 3087 Black C 100 70 20
67227 FL/30W/40K/KN/BK/CHOICE/STD 30 120 4000 80 50000 3191 Black C 100 70 20
67229 FL/50W/40K/KN/BK/CHOICE/STD 50 120 4000 80 50000 5397 Black D 175 150 20
Yoke
67224 FL/10W/40K/YK/BK/CHOICE/STD 10 120 4000 80 50 000 1 069 Black E 50 35 60
67226 FL/20W/40K/YK/BK/CHOICE/STD 20 120 4000 80 50 000 1870 Black F 70 70 30
67228 FL/30W/40K/YK/BK/CHOICE/STD 30 120 4000 80 50000 3191 Black G 100 70 20
67230 FL/50W/40K/YK/BK/CHOICE/STD 50 120 4000 80 50000 5397 Black H 175 150 10
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RATING NON-DIMMABLE WET WARRANTY "isTeS

Intertek
Lumen values are derived from photometric testing
For a complete list of compatible dimmers and DLC qualified products, please visit www.standardpro.com
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