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IRRIGATION 
CABLE
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S J T W  -  3 0 0  V O L T

Size (awg) and
number of

conductorS
LengtH 
(feet)

cord
coLor rating

Standard  
carton

QtY. aPProX. weigHt (lbs)

16/3 25 YELLOW 13 A 125 V 1625 W 24 47

16/3 50 YELLOW 13 A 125 V 1625 W 12 46

14/3 25 ORANGE WITH BLACK STRIPE 15 A 125 V 1875 W 14 31

14/3 50 ORANGE WITH BLACK STRIPE 15 A 125 V 1875 W 10 50

14/3 100 ORANGE WITH BLACK STRIPE 13 A 125 V 1625 W 5 41

12/3 25 YELLOW 15 A 125 V 1875 W 10 40

12/3 50 YELLOW 15 A 125 V 1875 W 6 44

12/3 100 YELLOW 15 A 125 V 1875 W 3 42

10/3 100 YELLOW WITH BLACK STRIPE 15 A 125 V 1875 W 1 24

S J T W ,  3  O U T L E T  P O W E R  B L O C K  -  3 0 0  V O L T

Size (awg) and
number of

conductorS
LengtH 
(feet)

cord
coLor rating

Standard  
carton

QtY. aPProX. weigHt (lbs)

14/3 25 ORANGE WITH BLACK STRIPE 15 A 125 V 1875 W 14 39

14/3 50 ORANGE WITH BLACK STRIPE 15 A 125 V 1875 W 10 50

12/3 25 YELLOW 15 A 125 V 1875 W 10 39

12/3 50 YELLOW 15 A 125 V 1875 W 6 46

12/3 100 YELLOW 15 A 125 V 1875 W 3 43

S T W ,  6 0 0  V O L T ,  A L L  W E A T H E R  3  -  O U T L E T  U - G R O U N D 
A D A P T E R

Size (awg) and
number of

conductorS
LengtH (feet) cord

coLor rating
Standard  

carton

QtY. aPProX. weigHt (lbs)

12/3 2 YELLOW 15 A 125 V 1875 W 40 30

P O R T A B L E  G R O U N D  F A U L T  C I R C U I T  I N T E R R U P T E R  ( G F C I )

Size (awg) and
number of

conductorS
LengtH (feet) cord

coLor rating
Standard  

carton

QtY. aPProX. weigHt (lbs)

3-OUTLET POWER BLOCK - SJTW

14/3 3 ORG/BLACK 15 A 125 V 1875 W 6 7

SINGLE WITH MALE AND FEMALE NEMA L5-20 - STW

12/3 3 YELLOW 20 A 125 V 2500 W 6 9
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OUTDOOR EXTENSION CORDS 

tuf-flex:® oil & water
resistant Jacket & 
insulation

Pro-grade: water & 
weather resistant
-50˚c to +60˚c

SJtw: extra flexible
-40˚c to +60˚c

• Construction, industrial, & maintenance job site power supply cord

A P P L I C A T I O N S  Suitable for use as follows:

• UL & cUL Listed

S T A N D A R D S  &  R E F E R E N C E S

•  Quick Check® power indicator lighted end

•   All Weather 

• SJ Cord , 300 Volt

• NEMA 5-15

• Conductor Grounded

C O N S T R U C T I O N

T U F - F L E X ®  S J E O O W / S J T O O W  -  3 0 0  V O L T

Size (awg) and
number of

conductorS
LengtH (feet) cord

coLor rating
Standard  
carton

QtY. aPProX. weigHt (lbs)

14/3 50 BLUE 15 A 125 V 
1875 W 10 42

14/3 100 BLUE 13 A 125 V 
1625 W 5 44

12/3 50 BLUE 15 A 125 V 
1875 W 8 53

12/3 100 BLUE 15 A 125 V 
1875 W 3 40

10/3 100 BLUE 15 A 125 V 
1875 W 1 23

Stays Flexible in Extreme Cold or Hot Conditions Light Weight -50˚C to +105˚C

P R O - G R A D E  C O N T R A C T O R  C O R D S  -  
S J T W  -  3 0 0  V O L T

Size (awg) and
number of

conductorS
LengtH (feet) cord

coLor rating
Standard  
carton

QtY. aPProX. weigHt (lbs)

14/3 25 YELLOW 15 A 125 V 
1875 W 14 38

14/3 50 YELLOW 15 A 125 V 
1875 W 10 52

12/3 50 YELLOW 15 A 125 V 
1875 W 6 43

12/3 100 YELLOW 15 A 125 V 
1875 W 3 44


