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FS and FD Single-Gang Cast Device Boxes V
CSA Certification Only.
UNILETS®  for use with Threaded Rigid Conduit and IMC. All device boxes have ridge top construction.

Size
Malleable Iron Aluminum

Catalog Number Wt. Lbs./Kgs. Catalog Number Wt. Lbs./Kgs. 

1/2

Shallow

FS-1 1.94/0.88

Shallow

FS-1A 0.64/0.29

3/4 FS-2 2.25/1.02 FS-2A 0.75/0.34

1 FS-3 1.94/0.88 FS-3A 0.64/0.29

1/2

Deep

FD-1 2.70/1.22

Deep

FD-1A 0.90/0.41

3/4 FD-2 2.60/1.18 FD-2A 0.92/0.42

1 FD-3 2.80/1.27 FD-3A 0.94/0.43

1/2
Shallow

FSA-1 1.70/0.77
Shallow

FSA-1A 0.57/0.26

3/4 FSA-2 1.60/0.73 FSA-2A 0.58/0.26

1/2
Deep

FDA-1 2.10/0.95
Deep

FDA-1A 0.70/0.32

3/4 FDA-2 2.00/0.91 FDA-2A 0.67/0.30

1/2

Shallow

FSC-1 2.10/0.95

Shallow

FSC-1A 0.70/0.32

3/4 FSC-2 2.40/1.09 FSC-2A 0.80/0.36

1 FSC-3 2.06/0.93 FSC-3A 0.70/0.32

1/2

Deep

FDC-1 2.80/1.27

Deep

FDC-1A 0.94/0.43

3/4 FDC-2 2.80/1.27 FDC-2A 0.94/0.43

1 FDC-3 3.00/1.36 FDC-3A 1.00/0.45

1/2

Shallow

FSCC-1 1.70/0.77

Shallow

FSCC-1A 0.57/0.26

3/4 FSCC-21 * 2.20/0.99 FSCC-21A * 0.74/0.34

1/2

Shallow

FSCT-1 2.50/1.13

Shallow

FSCT-1A 0.84/0.38

3/4 FSCT-2 2.50/1.13 FSCT-2A 0.84/0.38

1 FSCT-3 2.25/1.02 FSCT-3A 0.75/0.34

1/2

Deep

FDCT-1 3.00/1.36

Deep

FDCT-1A 1.00/0.45

3/4 FDCT-2 2.80/1.27 FDCT-2A 0.94/0.43

1 FDCT-3 3.10/1.41 FDCT-3A 1.03/0.47

1/2

Deep

FDD-1 2.20/0.99

Deep

FDD-1A 0.74/0.34

3/4 FDD-2 2.30/1.04 FDD-2A 0.77/0.35

3/4 Shallow FSL-2 2.34/1.06 Shallow FSL-2A 0.78/0.35

* Use Fd Unilets for wiring devices exceeding 1-5/8” in depth under fastening ears. 
V CSA Certification Only.


