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Standard Size ‘ 1-Gang, 2-Gang, 3-Gang
Blank Wallplates

°
Gang Material Color Suffix Catalog No. %
1-Gang Nylon A B, BK, GY, LA, V, W 05129__ ° 2
Thermoset A B, LAV, W (12129 . 1-Gang
302/304 Stainless Steel — 193151 ° ° °
CuVerro® Antimicrobial Copper CU, CUR [193151__ °
Brass - 194151 ° o o
2-Gang Nylon A, B, BK, GY, LA, V, W 05137__ o 2-Gang
Thermoset A, B, LA, V, W 02137__ .
302/304 Stainless Steel — 193152 ° I
CuVerro® Antimicrobial Copper CU, CUR [193152__ °
3-Gang 302/304 Stainless Steel _ 193153 . 3_;ang° =
CuVerro® Antimicrobial Copper CU, CUR J93153__ °
4-Gang 302/304 Stainless Steel — 193154 ° e o e o
CuVerro® Antimicrobial Copper CU, CUR [193154__ °
See additional CuVerro Wallplate information on L-22 ° ° °_o°
4-Gang
Standard Size Louver | Horizontal & Vertical —
93630
Description Material Catalog No. % °
Horizontal 302/304 Stainless Steel 093630 o %
Vertical 302/304 Stainless Steel 193631 ° °
93631

Color Ordering Information:
For ordering devices, include Catalog No. followed by the Color Suffix: A (Almond), B (Brown), BK (Black), GY (Gray), LA (Light Almond),

V (lvory), W (White), CU (White Bronze) CuVerro ONLY, CUR (Rose) CuVerro ONLY
B - § - B A cen | | 4

(Almond) (Brown) (Black) (Gray) (Lt. Aimond) (Ivory) (White) (White Bronze) (Rose) (Stainless Steel)

L

(Brass)
Certification Information: 2000, 4000, 5000, ST & PJ series wallplates are cULus Listed; 93000 series wallplates are UL Listed and CSA
Certified; 94000 and CuVerro series wallplates are only UL Listed. Specification Information: L-22
Specifications and availability are subject to change without notice.
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