
Filtration unit designed to filter compressed air supplied to the 
3M range of Airfed Respirators

✓	 	Removes oil mist, particulate, water and 
nuisance level organic vapours

✓	 	If you intend to use the Aircare with the airfed 
CAST range (see stage 2), it is advised to 
purchase another set of CAST couplings  
(see stage 4)

✓	 Available wall or floor mounted
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Choose from 4 lengths

✓ Both ends of 3M™ CASTs have a 3/8" BSP male thread

✓	 3M CASTs form an integral part of the system approval process.

Choose from CEJN or Rectus plug

✓ 1/4" BSP male thread

Choose from CEJN or Rectus plug and socket sets

✓ 3/8" BSP female thread

Stage 2: 3M™ Compressed Air Supply Tubes (CASTs)

Stage 5: 3M™ Versaflo™ BT-Series Breathing Tubes

Stage 3: Belt Unit Couplings Stage 4: CAST Couplings

10m CAST 30m CAST7.5m COILED CAST 10m CAST Antistatic

CEJN Rectus CEJN Rectus

3M™ Versaflo™ BT-30 Length Adjusting  
Breathing Tube
The Versaflo BT-30 breathing tube has an 
adjusting length to improve fit for all wearers  
and reduce risk of catching and snagging.  

3M™ Versaflo™ BT-40 Heavy Duty  
Breathing Tube
The Versaflo BT-40 breathing tube is robust with and 
high durability for heavy industrial application and/or 
applications where hot particles may be present.

3M™ Versaflo™ BT-20 S&L Breathing Tube
A lightweight breathing tube that comes in two 
lengths and is easy to wipe down.

Air quality
When using 3M Versaflo Supplied Air Regulators it is important 
that the purity of the air from the compressor is tested to 
ensure it is of breathable quality.  In the UK the Control of 
Substances Hazardous to Health regulations (COSHH) require 
that the air is tested at least every 3 months.  The 3M™ Air 
Quality Test Service can carry out this testing for you.  

Contact 0845 6013457 for a quote.


