Wa”packL}ghtlng

Mounted Hardwired Modules

Specifications

Product Size:
Input power:
Color Temp.:

CRI:

Luminaire Efficiency:
Input Voltage:

IP Rate:

Power Efficiency:
Power Factor:
LED Chips:

THD

Life span:

Main Material:
N./G.W.:

Master Carton:

CREE®

— ingide

6aTS

Features

Great for Schools, Gymnasiums, Garages, Corridors.
« Uses CREE chips

« ETL, CSA, DLClisted

« UL standard M300404

« Applications : building exteriors, plazas, parks

« Light shield available

CONSORT

S |

60W WaIIpa ck [Available in 120-277v & 347v]
Specifications

Product Size:

Input power:

Color Temp.:

CRI:

Luminaire Efficiency:
Input Voltage:

IP Rate:

Power Efficiency:
Power Factor:

LED Chips:
Features ey
Great for Schools, Gymnasiums, Garages, Corridors. Main Material:
« Uses CREE chips Macter Carion.
« ETL, CSA, DLClisted
« UL standard M300404
« Applications : building exteriors, plazas, parks
« Light shield available CREEO .
T inside -

Intertek

362.5x230x188mm
40W

4300~5700K

275

72~90Im/W
120~277V, 50/60HZ
IP54

0.9

0.98

CREE

<15%

>50000 H

Die casting housing, borosilicate glass lens
5KG/6KG
38.6x26.6x24.1cm/pc

F@I: Order Code

EGT-WP-40W-1 10—2773

461x228x238.7mm
60W

4300~5700K

275

73~90Im/W
120~277V, 50/60HZ
IP54

0.9

0.98

CREE

<15%

>50000 H

Die casting housing, borosilicate glass lens
7.4KG/8.4KG
51x28.9x29.1cm/1pc

FCL:

Order Code

EGT WP-60W-110- 277]

www.energreentechnologies.com



WaIIpack nghtlng

Mounted Hardwired Modules

120W Wallpack [available in 120-277v & 347v]
Specifications

Product Size:

Input power:

Color Temp.:

CRI:

Luminaire Efficiency:
Input Voltage:

IP Rate:

Power Efficiency:
Power Factor:

LED Chips:
Features THD:

Great for Schools, Gymnasiums, Garages, Corridors. e
« Uses CREE chips NJG.W.:

« ETL listed, CSA listed Master Carton:
« UL standard M300404

« Applications : parks, shopping malls, plazas, building

CREEO

exteriors
Intertek

@).Fe:

362.5x230x295mm

120W

4300~5700K

275

89-100Im/W

120~277V, 50/60HZ

IP54, suitable for wet locations
0.9

0.98

CREE

<15%

>50000 H

Die casting housing, Tempered glass lens
8.1KG/9.1KG
42.4x42.4x32cm/pc

Order Code

EGT WP-120W-120- 27]

www.energreentechnologies.com



