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Lampholders

CFL | Ceiling | GU24 and Occupancy Sensor

Features and Benefits

• Mounting holes accommodate 3¼” and 4”  box configurations
• Four mounting holes on housing to position for maximum coverage
• Suitable for indoor use only — closets, workrooms, basements,  
 storage areas, utility rooms and attics
• ENERGY STAR Qualified 
• ETL Listed 
• CA Title 24 Compliant 
• Meets NFPA® 70, NEC® Section 410.16, C (1) requirements 
• Backed by a limited 2-year warranty

Light Emitting Diode (LED)
LED Ceiling Occupancy Sensor Lampholder

•  13W GU24 base lamp
•  Bi-pin compact fluorescent lampholders
•  Impact-resistant thermoplastic construction
•  Polycarbonate lamp guard
•  Pigtail leads provide easy installation

Features and Benefits

•  Knockout holes on box enable multiple configurations
•  Thread-cutting screws facilitate installation of lamp guard
•  Lamp Output = 900 lumens
•  Lamp Color = 2700 K
•  Backed by a limited 2-year warranty on lampholder and guard

Compact Fluorescent
CFL Ceiling Lampholders

Keyless Fluorescent Ceiling Lampholder  U S
Description     Rating   Cat. No.

Lampholder     120W 250VAC, 60Hz 9860
Lampholder with 13W Lamp and Lamp Guard   120W 250VAC, 60Hz 9860-BL
Lampholder with 13W Lamp and Lamp Guard   120W 250VAC, 60Hz 9860-LHG
Lamp Guard     120W 250VAC, 60Hz 9860-L
Lampholder with 13W Bulb    120W 250VAC, 60Hz 9860-B
13W Replacement Lamp    13W    9865

9862

GU24 Base Fluorescent Ceiling Lampholders
Energy-Saving Keyless Bi-Pin Compact Fluorescent Ceiling Lampholders for Closets and Closed Spaces — 120W 250VAC.

9860

Pull-Chain Fluorescent Ceiling Lampholder

Description     Rating   Cat. No.

Pull Chain Lampholder with 13W Lamp and Lamp Guard 120W 250VAC, 60Hz 9862-PC
Pull Chain Lampholder with 13W Lamp and Lamp Guard 120W 250VAC, 60Hz 9862-PCH

•  Occupancy sensor for automatic   
 ON/OFF — no wall switch required 
• 8.7W LED module
• 284° Field of view 
• Lamp output — 800 Lumens
• Lamp color — 4000k
• Average luminaire life — approximately  
 50,000 hours
• Built of tough thermoplastic 
• Pigtail leads provide easy installation

Self-Contained Infrared High Bay Occupancy Sensor Accessories  U S
Description Rating Cat. No.

LED Ceiling Occupancy Sensor Lampholder 8.7W 120VAC, 60 Hz 9864-LED

9864-LED




