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CPL112 Indoor
CPL220 Indoor CPL120 Indoor

Type BR, Main Lug Loadcentres
Single Phase, 3 Wire, 120/240 Volts AC, Non-Combination Panel

Maximum Catalogue Maximum No. Cover Style Wire Size

Ampere Number 1-inch 1/2
Dimensions

Range for 

Rating Spaces Spaces H W D Main CU/AL

100 Amp CCPL102 2À 4 Surface 11-1/2 6-3/4 3-1/4 #14-1/0

125 Amp CCPL104 4 8 Flush/Surface 13 11 3-1/2 #14-1/0

125 Amp CCPL108 8 16 Flush/Surface 13 11 3-1/2 #14-1/0

125 Amp CPL112 12 24 Flush/Surface 16-3/4 14-3/8 3-7/8 #14-1/0

125 Amp CPL116 16 32 Flush/Surface 18-3/4 14-3/8 3-7/8 #14-1/0

125 Amp CPL116WÁ 16 32 Flush/Surface 18-3/4 14-3/8 3-7/8 #14-1/0

125 Amp CPL120 20 40 Flush/Surface 21 14-3/8 3-7/8 #14-1/0

125 Amp CPL120WÁ 20 40 Flush/Surface 21 14-3/8 3-7/8 #14-1/0

125 Amp CPL130 30 60 Flush/Surface 29-1/8 14-3/8 3-7/8 #14-1/0

125 Amp CPL130WÁ 30 60 Flush/Surface 29-1/8 14-3/8 3-7/8 #14-1/0

125 Amp CPL220 20 40 Flush/Surface 27 14-3/8 3-7/8 #2-300MCM

200 Amp CPL220WÁ 20 40 Flush/Surface 27 14-3/8 3-7/8 #2-300MCM

200 Amp CPL240 40 80 Flush/Surface 34-1/8 14-3/8 3-7/8 #2-300MCM

200 Amp CPL240W 40 80 Flush/Surface 34-1/8 14-3/8 3-7/8 #2-300MCM

400 Amp CPL442 42 42Â Flush/Surface 54 16-1/8 6-5/16 #4/0-750MCM

À Service equipment approved when used with 2 pole BR type breaker.

Á Loadcentre c/w white trim & door

Â Extra Neutrals which will expand available circuitry to a maximum of 84 circuits are available on page 11.

Indoor Type 1

BR PLUG-IN NON-COMBINATION LOADCENTRES
MAIN LUG, SINGLE PHASE (3W), INDOOR TYPE 1

For more information visit us at: www.eatonelectrical.ca


