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Type PRL1a
Product Description

•	 240Vac maximum
•	 3-phase 4-wire, 3-phase 

3-wire, 1-phase 3-wire, 
1-phase 2-wire

•	 600 ampere maximum 
main lugs

•	 400 ampere maximum 
main breaker

•	 100 ampere maximum 
branch breakers (2 Pole 
125A)

•	 Bolt-on branch breakers
•	 Tin plated aluminum bus 

or silver plated copper bus
•	 Factory assembled

Application Description

•	 Fully rated or series rated
•	 Interrupting ratings up to 

200 kA symmetrical
•	 Suitable for use as Service 

Entrance Equipment, 
when specified on the 
order

Standards and Certification

•	 CSA C22.2 No. 29 
 
 
 
 

Options and Accessories

•	 Refer to Page 2-44
Layout and Sizing

•	 Refer to Page 2-3
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Box Sizing and Selection

Assembled Circuit Breaker 
Panelboards box size and box 
and trim catalogue numbers
for all standard panelboard 
types are found in Table 2-4.

Instructions:

1.	 Using description of the 
required panelboard, 
select the rating and type 
of main required. 

2.	 Count the total number 
of branch circuit poles, 
including provisions, 
required in the panelboard. 
Do not count main breaker 
poles. Convert 2- or 3-pole 
branch breaker to single-
poles, i.e., 3-pole breaker, 
count as 3-poles. 
 
Determine sub-feed 
breaker or through-feed 
lug requirements. 

3.	 Select the main ampere 
rating section from Table 
2-4. 

4.	 Select panelboard type 
from first column. 

5.	 From Step #2, determine 
the number of branch 
circuits in Column 2. 

6.	 Read box size, box and 
trim catalogue numbers 
across columns to the 
right. Specify surface or 
flush mounting on the 
order.

Cabinets

Fronts are code-gauge steel, 
ASA-61 light gray painted 
finish.

Boxes are code-gauge 
galvanized steel without 
knockouts. Standard depth 
is 5-3/4 inches (146.1 mm). 
Standard width is 20 inches 
(508.0 mm). An optional 28-
inch (711.2 mm) wide box is 
available.

Top and Bottom Gutters 

5-1/2 inches (139.7 mm) 
minimum.

Main	 Number				    Box	 Trim			 
Ampere	 Branch				    Catalogue	 Catalogue			 
(Maximum)	 Circuit	 H	 W	 D	 Number	 Number		

MAIN LUGS ONLY OR MAIN LUGS WITH SUB-FEED LUGS
100	 18	 30	 20	 5.75	 EZB2030RC	 EZT2030 S or F			 
	 24	 30	 20	 5.75	 EZB2030RC	 EZT2030 S or F			 
	 30	 30	 20	 5.75	 EZB2030RC	 EZT2030 S or F			 
	 42	 36	 20	 5.75	 EZB2036RC	 EZT2036 S or F
225	 18	 30	 20	 5.75	 EZB2030RC	 EZT2030 S or F			 
	 24	 36	 20	 5.75	 EZB2036RC	 EZT2036 S or F			 
	 30	 36	 20	 5.75	 EZB2036RC	 EZT2036 S or F			 
	 42	 42	 20	 5.75	 EZB2042RC	 EZT2042 S or F			 
	 60	 54	 20	 5.75	 EZB2054RC	 EZT2054 S or F	 		
	 72	 60	 20	 5.75	 EZB2060RC	 EZT2060 S or F	 		
	 84	 72	 20	 5.75	 EZB2072RC	 EZT2072 S or F
400a/600	 24	 42	 20	 5.75	 EZB2024RC	 EZT2042 S or F			 
	 30	 48	 20	 5.75	 EZB2030RC	 EZT2048 S or F			 
	 42	 54	 20	 5.75	 EZB2054RC	 EZT2054 S or F			 
	 60	 60	 50	 5.75	 EZB2060RC	 EZT2060 S or F			 
	 72	 72	 20	 5.75	 EZB2072RC	 EZT2072 S or F			 
	 84	 72	 20	 5.75	 EZB2072RC	 EZT2072 S or F
Main Lugs with Through-Feed Lugs
100	 18	 30	 20	 5.75	 EZB2030RC	 EZT2030 S or F			 
	 24	 30	 20	 5.75	 EZB2030RC	 EZT2030 S or F			 
	 30	 30	 20	 5.75	 EZB2030RC	 EZT2030 S or F			 
	 42	 36	 20	 5.75	 EZB2036RC	 EZT2036 S or F
225	 18	 30	 20	 5.75	 EZB2030RC	 EZT2030 S or F			 
	 24	 36	 20	 5.75	 EZB2036RC	 EZT2036 S or F			 
	 30	 36	 20	 5.75	 EZB2036RC	 EZT2036 S or F			 
	 42	 42	 20	 5.75	 EZB2042RC	 EZT2042 S or F			 
	 60	 60	 20	 5.75	 EZB2060RC	 EZT2060 S or F	 		
	 72	 60	 20	 5.75	 EZB2072RC	 EZT2072 S or F
400/600	 24	 48	 20	 5.75	 EZB2048RC	 EZT2048 S or F	 		
	 30	 30	 20	 5.75	 EZB2054RC	 EZT2054 S or F			 
	 42	 60	 20	 5.75	 EZB2060RC	 EZT2060 S or F			 
	 60	 72	 20	 5.75	 EZB2072RC	 EZT2072 S or F	 		
	 72	 90	 20	 5.75	 EZB2072RC	 EZT2072 S or F
Main Lugs with Surge Protection Device
100	 18	 30	 20	 5.75	 EZB2030RC	 EZT2030 S or F			 
	 24	 30	 20	 5.75	 EZB2030RC	 EZT2030 S or F			 
	 30	 30	 20	 5.75	 EZB2030RC	 EZT2030 S or F	 		
	 42	 36	 20	 5.75	 EZB2036RC	 EZT2036 S or F
225	 18	 30	 20	 5.75	 EZB2030RC	 EZT2030 S or F			 
	 24	 36	 20	 5.75	 EZB2036RC	 EZT2036 S or F	 		
	 30	 36	 20	 5.75	 EZB2036RC	 EZT2036 S or F			 
	 42	 42	 20	 5.75	 EZB2042RC	 EZT2042 S or F	 		
	 60	 54	 20	 5.75	 EZB2054RC	 EZT2054 S or F			 
	 72	 60	 20	 5.75	 EZB2060RC	 EZT2060 S or F			 
	 84	 72	 20	 5.75	 EZB2072RC	 EZT2072 S or F
400/600	 24	 48	 20	 5.75	 EZB2048RC	 EZT2048 S or F			 
	 30	 54	 20	 5.75	 EZB2054RC	 EZT2054 S or F			 
	 42	 54	 20	 5.75	 EZB2054RC	 EZT2054 S or F			 
	 60	 60	 20	 5.75	 EZB2060RC	 EZT2060 S or F			 
	 72	 90	 20	 5.75	 EZB2072RC	 EZT2072 S or F

1. a In a Sub-Feed configuration, maximum incoming and outgoing cables are 1 per phase #500 kcmil.

2. Through-Feed lugs are recommended for 400A applications.

3. Depending on the panel configuration, 72/84cct interiors fit into a 90" H box.

Box Dimensions 
(Inches)

Table 2.4 PRL1a Panelboard Sizing

Panelboards
Pow-R-Line C Panelboards
PRL 1a

2

2-4


