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Quik-Loc™ Connectors
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“L” Series Lever Action Quik-Loc™ Connector - Features Overview

Lever action engagement allows for

easy engagement and

disengagement. 

Nonslipping, worm-gear driven clamps assure a

watertight fit between protective sleeve, terminal

area and cable. Stainless steel components resist

corrosion. 

Copper alloy

contacts provide

low resistance

electrical

connection;

firmly bonded in

molded body,

won’t jar loose. 

Flexible grommet

adapts sleeve to

varying cable

diameters. 

Body and protective sleeve are

threaded to assure a tight slip-

proof assembly. 

Protective wiring barriers insulate

individual conductors. 

Grounded external hardware. 
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“L” SERIES LEVER ACTION QUIK-LOC™ PLUGS

Max

Cable

Size

AWG

Connector

Rating

600 V 

Part Number Dimensions (Approximate Inches) Color Protective Caps

Male 
Plug

Female 
Plug

Male 
A

Male 
B

Female 
A

Female 
B

Male Female

8 75A X8343-5L X8343-4L 16-3/8 6-3/8 14-3/16 6-3/8 Blue L-MAL-CAP-1 L-FEM-CAP-1

4 125A X8344-5L X8344-4L 16-3/8 6-3/8 14-3/16 6-3/8 Red L-MAL-CAP-1 L-FEM-CAP-1

2 160A X8345-5L X8345-6L 16-3/8 6-3/8 14-3/16 6-3/8 Orange L-MAL-CAP-1 L-FEM-CAP-1

2/0 225A X8346-2L X8346-2L 16-1/8 6-3/8 16-1/8 6-3/8 Black L-MAL-CAP-1 L-FEM-CAP-2

“L” Series Lever Action Plugs

APPROVALS

CSA Certified on file 

#LR - 13963.

“L” Series lever action

connector is a one-piece

neoprene molded body

that provides rugged,

durable, and reliable

service.

Color-coded male and

female plugs support easy

identification of circuit

ampacity ratings.
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