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1.1 Loadcenters and Circuit Breakers

Type CH Loadcenters and Circuit Breakers
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CH Specialty Products

Spa Panels
Product Description:
Eaton’s CH Spa Panels are 
premium factory-assembled 
“combination” units that 
provide ground fault 
protection, as well as a 
convenient way to turn spa 
pumps on and off. The NEC 
requires that all pool and spa 
pumps be protected by a 
ground fault interrupter and 
a disconnect switch mounted 
within 10 feet of the tub 
or the spa. 

Features
● Two extra circuits for 

additional loads 
● Limited lifetime warranty 
● UL Listed 
● Tough powder-coated 

galvanized steel enclosure 
● Factory-installed 

two-pole ground fault 
circuit interrupter (GFCI)

Quick-ProSM

All you need to 
know to save 
time and make 
more money. 
Specified on 

certain Eaton products, the 
Quick-Pro symbol allows for 
immediate recognition of 
products that are designed for 
straightforward installation. 
When you see Quick-Pro, you 
know you can install quickly—
sometimes up to 50% less 
than the usual installation 
time—and move on to your 
next job.

Product Selection

Single-Phase Three-Wire—120/240 Vac Insulated/Bondable Neutral—
Factory-Installed Ground Bar

Notes
1   Includes a CH230GFT breaker, factory installed, and two extra circuits for convenience.
2   Includes a CH240GFT breaker, factory installed, and two extra circuits for convenience.
3   Includes a CH250GFT breaker, factory installed, and two extra circuits for convenience.
4   Includes a CH260GFT breaker, factory installed, and two extra circuits for convenience.

Main
Ampere 
Rating

Circuit 
Breaker
Included

Enclosure
Type

Type 
of Trim 
Included

Box 
Size

Wire Size Range 
Cu/Al 60 °C or 75 °C 
for Main Lugs

Catalog 
Number

30 CH230GFT Outdoor — 5R #14–1/0 CH30SPAST 1

40 CH240GFT Outdoor — 5R #14–1/0 CH40SPAST 2

50 CH250GFT Outdoor — 5R #14–1/0 CH50SPAST 3

60 CH260GFT Outdoor — 5R #14–1/0 CH60SPAST 4

CH Spa Panel


