PANDUIT®

L p—
PAN-WAY "SURFACE RACEWA,

PAN-WAY ™" Type PD Raceway Fittings

Coupling Fitting Std. Std.
Part Pkg. Ctn.
Number Description Color Qty. Qty.
Type PD3 — Coupler Fitting
PCF3IW-X Covers seam between two sections Off White | 10pcs. [ 100 pes.
PCF3EI-X of raceway for a neat, finished Elec.Ivory | 10pcs. [ 100 pes.
PCF3IG-X appearance. Lt. Gray 10pcs. | 100 pes.
PCF3WH-X White 10pcs. | 100 pcs.
Type PD6 — Coupler Fitting
PCF6IW-X Covers seam between two sections Off White | 10pcs. | 100 pcs.
PCF6EI-X of raceway for aneat, finished Elec. Ivory | 10pcs. | 100 pes.
PCF6IG-X appearance. Lt. Gray 10pcs. (100 pes.
@ @a PCF6WH-X White 10pcs. | 100 pes.
ORDERING INFORMAT ION:
Order number of pieces required, in mutltiples of Standard Package Quantity.
Inside Corner Fitting Std St
Part Pkg. Ctn.
Number Description Color Qty. Qty.
Type PD3 — Inside Corner Fitting
PICF3IW-X Used to route raceway at 9¢° inside corners.| Off White | 10pcs. | 100 pcs.
PICR3EI-X Elec. lvory | 10pcs. | 100 pcs.
PICR3IG-X Lt. Gray 10pcs. | 100 pcs.
PICF3WH-X White 10pcs. | 100 pes.
Type PD6 — Inside Corner Fitting
PICF6IW-X Used to route raceway at 90° inside corners.| Off White | 10pcs. | 100 pes.
PICF6EI-X Elec. Ivory | 10pcs. | 100 pcs.
PICF6IG-X Lt. Gray 10pcs. | 100 pes.
PICF6 WH-X White 10pcs. | 100 pcs.
ORDERING INFORMAT ION:
Order number of pieces required, in muttiples of Standard Package Quantity.
Right Angle Fitting Std Std
Part Pkg. Ctn.
Number Description Color Qty. Qty.
Type PD3 — Right Angle Fitting
PRAF3IW-X Used to route raceway at 90° flat Off White | 10pcs. | 100 pes.
PRAF3EI-X junctions. Elec. Ivory | 10pcs. | 100 pcs.
PRAF3IG-X Lt. Gray 10pcs. | 100 pcs.
PRAF3WH-X White 10pcs, {100 pes. |
Type PD6 — Right Angle Fitting
PRAF6IW-X Used to route raceway at 90° flat Off White | 10pcs. | 100 pes.
PRAF6EI-X junctions. Elec. Ivory | 10pcs. | 100 pcs.
PRAF6IG-X Lt. Gray 10pcs. | 100 pes.
@ @E PRAF6WH-X white | 10pcs. ] 100 pes.

ORDERING INFORMATION :

Order number of pieces required, inmultiples of Standard Package Quantity.

For Technical Assistance, call: 888-506-5400, Ext. 8287

(outside the U.S., see inside back cover for International Directory)



