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For Technical Assistance, call: 888-506-5400, Ext. 8287
(outside the U.S., see inside back cover for International Directory)
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Flexible Fittings

•  For connecting raceway to 
raceway around obstructions

Part
Number Description Color

Std.
Pkg.
Qty.

Std. 
Ctn. 
Qty.

IscType PD3 and PD6 – Flexible Fitting for “Raceway to Raceway”

PFF36EI18 Flexible f it ting includes two Entrance End 
Fittings, plastic box connectors and 18" of 
flexible 1/2" conduit .

For use with either PD3 or PD6 Raceway.

Elec. Ivory 1 pc. 10 pcs.

End Cap Fitting
Part
Number Description Color

Std.
Pkg.
Qty.

Std. 
Ctn. 
Qty.

IType PD3 – End Cap Fitting

PECF3IW-X
PECF3EI-X
PECF3IG-X
PECF3WH-X

Closes off the ends of the raceway base. Off White
Elec. Ivory
 Lt. Gray

White

10 pcs.
10 pcs.
10 pcs.
10 pcs.

100 pcs.
100 pcs.
100 pcs.
100 pcs.

ORDERING INFORMATION:
Order number of pieces required, in multiples of Standard Package Quantity.

Type PD6 – End Cap Fitting

PECF6IW-X
PECF6EI-X
PECF6IG-X
PECF6WH-X

Closes off the ends of the raceway base. Off White
Elec. Ivory

Lt. Gray
White

10 pcs.
10 pcs.
10 pcs.
10 pcs.

100 pcs.
100 pcs.
100 pcs.
100 pcs.

Wire Retainer

ORDERING INFORMATION:
Order number of pieces required, in multiples of Standard Package Quantity.

Part
Number Description Color

Std.
Length

Std. 
Ctn. 
Qty.

PD6 Wire Retainer

PWR6-X Snaps onto base to retain wires prior to cover 
placement.

Natural 10 pcs. 100 pcs.

•  For use with PD6 Raceway

PAN-WAY ™  Type PD Raceway Fittings (cont.)

ORDERING INFORMATION:
Order number of pieces required, in multiples of Standard Package Quantity.

Type PD3 and PD6 – Flexible Fitting for “Raceway to Conduit Junction Box”

PFBC36EI18 Flexible f it ting includes one Entrance End 
Fitting, plastic box connectors and 18" of  
flexible 1/2" conduit .

For use with either PD3 or PD6 Raceway.

Elec. Ivory 1 pc. 10 pcs.

•  For connecting raceway to 
conduit or conduit box




