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a	 Suitable for use as service equipment when used with 3 pole BR type breaker.
b	 Extra Neutrals which will expand available circuitry to a maximum of 84 circuits are available on page 11.

4 Wire 120/208VAC Non-Combination Type 1 (Indoor)

Product Selection

Table 7. Main Lug Only Indoor Type 1 Loadcentres

Maximum Ampere 
Rating Catalogue Number

Max. No. 1” 
Spaces

Max. No. 1/2” 
Spaces Cover Style

Dimensions (in)
Wire Size Range for 
Main CU/ALH W D

100Amp 3CCPL103 3 a 6 Surface 14-1/4 6-1/2 3-1/4 #14-2/0

125 Amp 3CPL112 12 24 Flush/Surface 21 14-3/8 3-7/8 #14-2/0

125Amp 3CPL124 24 48 Flush/Surface 29 14-3/8 3-3/4 #14-2/0

125 Amp 3CPL130 30 60 Flush/Surface 34.12 14-3/8 3-3/4 #14-2/0

125 Amp 3CPL136 36 72 Flush/Surface 39 14-3/8 3-3/4 #14-2/0

200 Amp 3CPL218 18 36 Flush/Surface 27 14-3/8 3-7/8 #2-300MCM

200 Amp 3CPL224 24 48 Flush/Surface 34.12 14-3/8 3-7/8 #2-300MCM

200 Amp 3CPL230 30 60 Flush/Surface 34.12 14-3/8 3-3/4 #2-300MCM

200 Amp 3CPL242 42 84 Flush/Surface 39 14-3/8 3-7/8 #2-300MCM

400 Amp 3CPL442 42 42 b Flush/Surface 54 16-3/8 6-5/16 (1) 250-750MCM 
(2) 3/0-250MCM

BR1224L125P	LOADCENTER
100	AMP	MAIN	LUG

3CPL112 3CPL224 3CPL124

Type CPL Plug-In Loadcentres
Non-Combination (Main Lug Only) Three Phase Type 1




