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1.5 Pushbuttons and Indicating Lights

22.5 mm Modular Pushbuttons—M22

Joysticks
Product Description
Eaton’s M22 joystick line 
comes in a wide variety of 
options. From vertical and 
horizontal two-position 
switches to the maintained 
four-position, these operators 
fit a variety of applications. An 
additional option, two switch 
points, allows for eight 
isolated circuits to be 
actuated individually on a 
single operator. 

Features
● Available in four-position 

and two-position
● Two switch point option 

allows for two contacts in 
each direction (up to eight 
total contacts in one 
operator)

● Capable of communicating 
via ASi protocol with ASi 
adapter modules

Protection Type
● IP66

Product Selection
Joysticks

Components

Operators 1 

Note
1   Includes contact block mounting adapter. 

Number of Directions
Switching 
Position

Silver Bezel
Catalog Number 

Black Bezel
Catalog Number 

Metal Bezel
Catalog Number 

Two-position horizontal Momentary M22-WJ2H M22S-WJ2H M22M-WJ2H

Two switch points M22-WJ2H-2P M22S-WJ2H-2P M22M-WJ2H-2P

Two-position horizontal Maintained M22-WRJ2H M22S-WRJ2H M22M-WRJ2H

Two-position vertical Momentary M22-WJ2V M22S-WJ2V M22M-WJ2V

Two switch points M22-WJ2V-2P M22S-WJ2V-2P M22M-WJ2V-2P

Two-position vertical Maintained M22-WRJ2V M22S-WRJ2V M22M-WRJ2V

Four-position Momentary M22-WJ4 M22S-WJ4 M22M-WJ4

Two switch points M22-WJ4-2P M22S-WJ4-2P M22M-WJ4-2P

Four-position Maintained M22-WRJ4 M22S-WRJ4 M22M-WRJ4

M22-WJ2H

M22M-WJ2H




