
Features:
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Lineman’s Body Belts

Long-lasting Long-lasting 1-1/2"
(38 mm)mm) wide 
double-riveted
leather tool loops.

Two-way knife snap

Tape thong
Glove-bag ring

Klein Tools Tools T body belts meet or exceed applicable ASTM
and CSA standards and OSHA requirements.

Four suspender rings

Forged circle D-rings
have corrosion-resistant
finish and are proof-
loaded to meet OSHA
regulations.

*See *See page 68 for body belt ordering procedure.

Full-Floating Body Belts

Deluxe Deluxe Full-Floating Full-Floating Full-Floating Body Belt – Style No. 5278N*
• Latigo-leather belt pad is laced

and stitched with with w two pocket tabstabst .

• Rolled-edge leather belt cushion 
for comfort when leaning back. 
5" (127 mm) overall width.

• Padded for maximum comfort and 
body fit.

• 1-3/4" (44 (44 ( mm) wide Klein-Kord® belt 
strap covered with top-grain harness 
leather for long-lasting use.

• Full-floating D-ring web strap with with w straight
double-bar D-rings.
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Body Belt Ordering Procedure

number The The The catalog catalog catalog number number number used used used to to to order order order a a a Lineman’Lineman’Lineman’s s s Body Body Body Belt Belt Belt is is is made made made up up up of of of of of of specific specific specific specific specific specific parparpartststs... Each Each Each parparpart t t of of of of of of the the the number numbernumber 
refrefrefers ers ers to to to a a a component component component or or or component component component sizsizsize.e.e. The The The fffolloolloollowing wing wing is is is a a a typical typical typical eeexample xample xample of of of a a a catalog catalog catalog numbernumbernumber::: 5278N-24D5278N-24D5278N-24D

Use the ffollowing ordering procedure to properly identify identify and select each component in order to create a catalog
number for your Lineman’s Body Belt.

5278N-24D

Belt Style D-to-D Size

1. Know the job job and regulations regulations governing
performance requirements for the equipment needed.

2. Select the belt style. Klein lineman’s body belts
are available in a choice of full-floating, semi-floating,
and fixed styles, and feature the choice of belt pad
size. All Klein lineman’s body belts have chrome-
tanned leather cushions for greater comfort. Full-
floating belts allow lateral movement of the D-rings
during use. Semi-floating and fixed-style belts allow 
no lateral movement of the D-rings.

3. Select the proper belt size. The comfort of a 
lineman’s belt depends on the construction of the belt
and the location of the D-rings. The D-rings should be
located about 1" (25 mm) in front of the hip bones.

Never order Klein Klein lineman’lineman’s body belts by waistwaist
size. Always order Klein lineman’s body belts by
the desired distance between D-rings.

The Lineman’s Belt Sizing Sizing Table (sho(shown below) w) contains more infinformation on selecting the proper belt size.
For non-standard sizes, please call the Klein Tools Tools T Sales Department at 1-800-553-4676.

SizSize your body belt
using a tape measure 
(Figure 1). To obtain the
correct D-to-D
(D-ring to D-ring) size,
measure around the
back from hipbone to
hipbone and then add
2" (51 mm).

Figure 1

D-to-D Distance** 18D 19D 20D 21D 22D 23D 24D 25D 26D 27D 28D 29D 30D
(46) (48) (51) (53) (56) (58) (61) (64) (66) (69) (71) (74) (76)

Minimum Length 32 33 34 36 37 38 40 41 42 44 45 46 47
(81) (84) (86) (91) (94) (97) (102) (104) (107) (112) (114) (117) (119)

Center-Hole Distance 36 37 38 40 41 42 44 45 46 48 49 50 51
(91) (94) (97) (102) (104) (107) (112) (114) (117) (122) (124) (127) (130)

Maximum Length 40 41 42 44 45 46 48 49 50 52 53 54 55
(102) (104) (107) (112) (114) (117) (122) (124) (127) (132) (135) (137) (140) 

Lineman’s Belt Sizing Table*Table*T

Maximum Length

Center Hole 

Minimum Length 

D-to-D size:
Hipbone to Hipbone + 2" 

** All measurements are listed in inches and (cm). This table shows the maximum and minimum lengths and center-hole distances
for the full range of standard D-to-D measurements. A belt sized for the proper D-to-D size will fit correctly with buckle tongue
engaged in the center hole.

** Non-standard D-to-D sizes can be special ordered; please call the Klein Tools Tools T Sales Department at 1-800-553-4676.
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Introduction – Lineman’s Climbing Equipment
Klein manufactures a full line of lineman’s body belts
and positioning straps (for positioning applications), and
harnesses (for fall-arrest/positioning applications)
designed to comply with OSHA criteria and applicable
ASTM and CSA requirements.

Note: Klein lineman’s body belts are for positioning
applications only and should not be used alone as
a personal fall-arrest system, as defined under
OSHA’s 1926 Subpart M. (For fall-arrest needs, see
the Lineman’s Harness information on page 67.)

The positioning symbol shown in Figure 1 appears on
warning and instruction tags attached to each body
belt. This symbol identifies the belt’s OPE function.

Klein lineman’s body belts are available in full-floating,
semi-floating, or fixed styles. They meet or exceed all
OSHA regulations, which apply to positioning device
systems, for power utilities (OSHA 1926.959) and
telecommunications (OSHA 1910.268). They also meet
or exceed standards ASTM F 887 and CSA Z259.3.
Each belt has a permanent tag, which identifies model
number, serial number, size, and date of manufacture.

Klein positioning straps are available in the following
lengths: 5’8" (1.7 m), 6’ (1.8 m), 6’6" (2.0 m), 7’ (2.1 m),
and 8’ (2.4 m). They are designed to conform with
OSHA standards 1910.268 and 1926.959.

All individuals who use Klein lineman’s body belts, posi-
tioning straps, and harnesses must be instructed in
how to use that equipment correctly. Acorrectly. Acorrectly lso, they must
read, understand, and follow all instructions and warn-
ings packed with the product before each use.

Figure 1

Types Types T of Klein Lineman’s Body Belts

Full-Floating Belt:
• Allows 4" (102 mm) lateral movement of the 

D-rings during use (a maximum of 2" on 
each side).

• D-rings easily adjust to lineman’s positioning
changes on the pole. As a result, the
positioning strap slides against the pole less
frequently, frequently, frequently and strap wear is reduced.

• Any load or pull on the D-rings will not bind
tools in the tool loops.

• Does not allow lateral movement of the belt
strap with the tool loops.

Semi-Floating Belt:
• Allows lateral movement of the belt strap with

the tool loops prior to wearing the body belt.

• Any load or pull on the D-rings will not bind
tools in the tool loops.

• Does not allow lateral movement of the 
D-rings.

Fixed Belt: 
• Does not allow lateral movement of the 

D-rings or belt strap with the tool loops.

Cat.Cat. No. 5278N shown

Cat.Cat. NoNo. 5266N 5266N shoshown

Cat.Cat. No. 5268N shown
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Introduction – Lineman’s Climbing Equipment

Materials Used in Lineman’s Climbing Equipment

Klein-Klein-Kordrd®

Klein lineman’s belt straps, billets, and pocket tabs are
made of Klein-Kord®.Klein-Kord®.Klein-K Klein-Kord®Klein-Kord®Klein-K is an exceptionally
strong, multi-ply filament nylon fabric that is neoprene-
impregnated, folded, and vulcanized.

Klein-Kord®Klein-Kord®Klein-K is abrasion-resistant, non-conductive,
virtually free from stretch, and flexible for ease of use 
and durability.durability.durability It has excellent chemical resistance and 
is virtually unaffected by creosote and other pole-
treatment chemicals. In addition, its properties and 
wear characteristics remain essentially unchanged at 
temperatures up to 250°F (121°C).

Shown at right is Klein’s six-ply Klein-Kord®, Klein-Kord®, Klein-K which is 
1-3/4" (44 mm) wide. The center plies of Klein-KordKlein-KordKlein-K ®
are red at the core. When the red plies appear, remove
the product from use and replace it. This “early warning”
feature is yet another safety measure provided by
Klein ToolsToolsT .

Note: The red center plies may become discolored
in use. Therefore, visual inspection for wear before
use is mandatory.

Drop-Forged Steel Hardware

Klein D-rings, snap-hooks, and tongue buckles are
made of drop-forged steel with a corrosion-resistant 
finish. All of this Klein hardware is tested to meet or
exceed applicable standards and OSHA requirements.

Nylon WebbingWebbingW

Klein uses a high-quality, high-quality, high-quality commercial-grade nylon.
The nylon webbing is impregnated with resin for extra
durability and abrasion resistance.

Leather

Rolled-edge, chrome-tanned leather is used for 
cushioning in all Klein lineman’s belts. These cushions 
have sponge-rubber cores for added comfort. Other 
components, such as tool loops, are made of latigo 
leather, hand-laced and stitched to the belt cushion.
Tape Tape T thong straps are constructed from long-lasting
leather with a vulcanized fiber cross-piece. On top-of-
the-line belts, straps are covered with harness leather.

Nickel Plating

Klein knife snaps, glove-bag rings, and suspender rings
are nickel plated for durability and corrosion resistance.

Six-ply Six-ply Klein-Kord® Klein-Kord® with red center plies


