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E2.9www.panduit.com For service and technical support, call 800-777-3300. 

Thermal Transfer Standard Marker Plates
 ●  Non-adhesive and halogen-free; used to identify wires, 
cables, equipment, and many other applications

 ●  Attachable in horizontal or vertical orientation
 ●   Use thermal transfer resin ribbon

 ●  Recommended cable ties: Standard Marker Plates - 
Intermediate Cross Section for 0.5" length and Standard 
Cross Section for 1" length

 ●  Temperature range: -58°F to 221°F (-50°C to 105°C)

Part Number  Color

Width Height
Print-On Area 

Width Labels 
Per 
Roll

Std. 
Pkg. 
Qty. 

(Roll)In. mm In. mm In. mm
M200X050Y6T TIA Yellow

2.00 50.8

0.50 12.7 1.07 27.3
500

1

M200X050Y7T White
M200X050ACT TIA Blue
M200X050AET TIA Green
M200X050AFT TIA Gray
M200X050AGT TIA Orange
M200X050AIT TIA Red
M200X100Y6T

TIA Yellow

1.00 25.4 0.80 20.3

M200X100Y6T-B 2000
M200X100Y7T

White 500
M200X100Y7T-B 2000
M200X100ACT TIA Blue

500

M200X100AET TIA Green
M200X100AFT TIA Gray
M200X100AGT TIA Orange
M200X100AIT TIA Red
M300X050Y6T TIA Yellow

3.00 76.2

0.50 12.7 2.07 52.6

M300X050Y7T White
M300X050ACT TIA Blue
M300X050AET TIA Green
M300X050AFT TIA Gray
M300X050AGT TIA Orange
M300X050AIT TIA Red
M300X100Y6T TIA Yellow

1.00 25.4 1.80 45.7

M300X100Y7T White
M300X100ACT TIA Blue
M300X100AET TIA Green
M300X100AFT TIA Gray
M300X100AGT TIA Orange
M300X100AIT TIA Red
Order number of marker plates required in multiples of Standard Package Quantity.
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