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1.8 Pushbuttons and Indicating Lights

30.5 mm Heavy-Duty Watertight/Oiltight—10250T

Alternate Lenses for Illuminated Push-Pull Devices

Buttons for Non-Illuminated Push-Pull Devices

Notes
1   Suffix codes should only be used for assembling composite catalog numbers. To order lens above, order by catalog number.
2   Anodized aluminum head is not suitable for use in ultraviolet light applications.

Lens Color
Incandescent
Suffix Code

LED 
Suffix Code 1 Catalog Number

Standard

Red C47 RD 10250TC47

Red (EMERG. STOP) C53 ED 10250TC53

Green C48 GD 10250TC48

Blue C49 LD 10250TC49

Amber C50 AD 10250TC50

White C51 WD 10250TC51

Clear C52 CD 10250TC52

Side-Lighted Anodized Aluminum Ring

Red C57 RS 10250TC57

Red (EMERG. STOP) C63 ES 10250TC63

Green C58 GS 10250TC58

Blue C59 LS 10250TC59

Amber C64 AS 10250TC64

Yellow C60 YS 10250TC60

White C61 WS 10250TC61

Clear C62 CS 10250TC62

Heavy-Duty Aluminum with Transparent Center

Red C65 RH 10250TC65

Green C66 GH 10250TC66

Amber C67 AH 10250TC67

White C68 — 10250TC68

Jumbo Lens—50 mm

Red — — 10250TC77

Color Suffix Code Catalog Number Legend Plates
For a complete listing 
of available legend plates 
see Pages V7-T1-230 to 
V7-T1-232.

Standard

Red B62 10250TB62

Red (EMERG. STOP) B63 10250TB63

Green B61 10250TB61

Black B60 10250TB60

Blue B64 10250TB64

Jumbo Mushroom Head 2

(Anodized) Aluminum

Red J62 10250TJ62

Red (EMERG. STOP) J63 10250TJ63

Green J61 10250TJ61

Black J60 10250TJ60

Yellow J64 10250TJ64

Standard

Side-Lighted Anodized 
Aluminum Ring

Heavy-Duty Aluminum

Jumbo Lens

Standard

Jumbo Mushroom 
Head

Standard

Jumbo
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