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Current Cutler-Hammer 
Panelboards

PRL3a F-Frame Horizontally Mounted Connector Kit Assemblies

Table 23. Connector Kit Assemblies

� F-Frame devices rated above 150 amperes must be single mounted. No twin mounting acceptable.

Connector kits contain phase connec-
tors, deadfront cover, hardware and 
instructions to mount breakers. Order 
breakers separately when ordering 
connector kit.

KPRL3AFD3

Devices Circuits
or Pole

3-Phase 1-Phase Notes

Catalog Number Phase Catalog Number Phase

EHD, FD, FDB,
HFD, FDC
(150 Ampere Maximum Twin Mount)

3-Pole Breaker
2-Pole Breaker
1-Pole Breaker

KPRL3AFD3
KPRL3AFD2
KPRL3AFD1

A/B/C
A/C
A/C

—
KPRL3AFD2
KPRL3AFD1

—
A/C
A/C

(2) 150 Ampere Devices Maximum

FD, HFD, FDC, 
ED, EDH, EDC
(175 – 225 Ampere Single Mount) �

3-Pole Breaker
2-Pole Breaker

KPRL3AED3
KPRL3AED2

A/B/C
A/C

—
KPRL3AED2

—
A/C

(1) 225 Ampere Maximum Single Mounted


