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1.11 Pushbuttons and Indicating Lights

30.5 mm Class I Division 2 Hazardous Locations—10250T/E34

Enclosures

Die Cast, Polyester and Stainless Steel Enclosures

Enclosures (Case and Cover)—Surface Mounting 1

Notes
1   For spacing increments, see Page V7-T1-234.
2   14 gauge, type 304.

Application Notes:
1. Operators need to be 

mounted in their 
horizontal orientation for 
all enclosures. For die 
cast enclosures remove 
locating nib on operators 
and use thrust washer 
(Catalog Number 
10250TK3).

2. Polyester enclosures 
must be used when 
mounting illuminated 
operators.

Enclosure Layouts

Number of
Elements

10250T
Catalog Number

E34
Catalog Number

Die Cast Enclosure—Deep Cover—In-Line NEMA 4, 4X, 12, 13

1 10250TN11 E34N11

2 10250TN12 E34N12

3 10250TN13 E34N13

4 10250TN14 E34N14

Polyester—In-Line NEMA 3, 4X, 12

1 — E34N51

2 — E34N52

3 — E34N53

4 — E34N54

Stainless Steel 2—In-Line NEMA 4, 4X, 12

1 — 10250TN33

2 — 10250TN34

3 — 10250TN35

4 — 10250TN36

Dimensions, see Page V7-T1-359.

Die Cast Enclosure

Polyester Enclosure

Stainless Steel 
Enclosure
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Top – For Vertical Mounting
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