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Note: Rope is a very critical link in the cable pulling system. See page 166 for proper pulling rope selection.

sHeaVe  650 651 652 653 
DiaMeter  6" (152.4 mm) 12" (304.8 mm) 18" (457.2 mm) 24" (609.6 mm)
DesCriPtioN Cat. No. UPC No. Cat. No. UPC No. Cat. No. UPC No. Cat. No. UPC No.

Sheave	Pin	 16797	 16797	 16797	 16797	 16797	 16797	 16797	 16797
Sheave	Pin	Clip	(2)	 50302	 50302	 50302	 50302	 50302	 50302	 50302	 50302
Sheave	 15362	 15362	 15358	 15358	 15363	 15363	 15364	 15364
Sheave	Bushing	(2)	 16798	 16798	 16798	 16798	 16798	 16798	 16798	 16798
Yoke	Frame	 16799	 16799	 16800	 16800	 16801	 16801	 16802	 16802

Hook-Type Sheaves - 4,000lb Capacity
•	 Strong,	welded	steel	frames.
•	 Forged	steel	closure-type	hooks	with	1"	(25.4	mm)	opening.
•	 5"	(127	mm)	wide	aluminum	alloy	sheaves	with	self-lubricating	bearings.
•	 Select	a	sheave	with	a	maximum	rated	capacity	that	meets	or	exceeds	

the	cable	puller’s	maximum	pulling	force.

Cat. No. UPC No. DesCriPtioN

650 15324 6"	(152.4	mm)	dia.	Hook	Sheave	with	1-1/2"	(38.1	mm)	
minimum	radius

651 15325 12"	(304.8	mm)	dia.	Hook	Sheave	with	3-5/16"	(84.1	mm)	
minimum	radius

652 15326 18"	(457.2	mm)	dia.	Hook	Sheave	with	7"	(177.8	mm)	
minimum	radius

653 15327 24"	(609.6	mm)	dia.	Hook	Sheave	with	9-13/16"	(249.2	
mm)	minimum	radius

sPeCiFiCatioNs

Maximum rated Capacity 4,000	lbs.	(17.8	kN)
Weight 650	-	8.8	lbs.	(4	kg)	

651	-	15	lbs.	(6.8	kg)	
652	-	25	lbs.	(11.3	kg)	
653	-	35	lbs.	(15.9	kg)

sHeaVe  639
DesCriPtioN Cat. No. UPC No. QUaNtity
Sheave	Pin	 17266	 17266	 1
Sheave	Pin	Clip	 50302	 50302	 2
Sheave	 15364	 15364	 1
Sheave	Bushing		 16798	 16798	 2
Yoke	Frame	 17299	 17299	 2

Right-Angle Twin Yoke Sheave - 4,000lb Capacity
•	 9-13/16"	(249	mm)	minimum	radius.
•	 Strong	welded	steel	yokes.
•	 Forged	steel	closure	type	hook	with	1"	(25.4	mm)	opening.
•	 5"	(127	mm)	wide	aluminum	alloy	sheave	with	self-lubricating	bearings.
•	 Yokes	rotate	independently	to	fit	various	setups.
•	 Use	with	any	cable	puller	whose	maximum	pulling	force	is	4,000	lbs.	

(17.8	kN)	or	less.

Cat. No. UPC No. DesCriPtioN

639 17265 Right	Angle	Twin	Yoke	Sheave	with	9-13/16"	(249	mm)	
minimum	radius

sPeCiFiCatioNs

Maximum rated Capacity 4,000	lbs.	(17.8	kN)
Weight 45	lbs.	(20.4	kg)

sPeCiFiCatioNs
Cat. No. UPC No. oUtsiDe DiaMeter iNsiDe raDiUs WiDtH WeigHt MaxiMUM rateD CaPaCity
8012	 00872	 12"	(304.8	mm)	 3-7/8"	(98.4	mm)	 5"	(127	mm)	 28	lbs	(12.7	kg)	 8,000	lbs.	(35.8	kN)
8018	 00873		 18"	(457.2	mm)	 7"	(177.8	mm)	 6"	(152.4	mm)	 44	lbs	(19.9	kg)	 8,000	lbs.	(35.8	kN)
8024	 00874		 24"	(609.6	mm)	 9-7/8"	(250.8	mm)	 6-1/2"	(165.1	mm)	 67	lbs	(30.3	kg)	 8,000	lbs.	(35.8	kN)

sHeaVe  8012 8018 8024
DiaMeter 12" (304.8 mm) 18" (457.2 mm) 24" (609.6 mm)
 DesCriPtioN Cat. No. UPC No. Cat. No. UPC No. Cat. No. UPC No.
	Roll	Pin	 50700	 50700	 50700	 50700	 50700	 50700
	Sheave	Pin	 00838	 00838	 00846	 00846	 00850	 00850
	Sheave	Pin	Clip		 50302	 50302	 50302	 50302	 50302	 50302
	Sheave	Unit	 00843	 00843	 00844	 00844	 00845	 00845
	Yoke	Frame	 00854	 00854	 00855	 00855	 00856	 00856

Hook Sheaves - 8,000lb Capacity
•	 For	use	with	UT8,	UT5,	6001,	UT4	and	UT2	cable	pullers.
•	 Strong,	welded	steel	frames.
•	 Forged	steel	closure	type	hooks	with	1"	(25.4	mm)	opening.
•	 All	three	sheaves	are	aluminum	alloy	with	self-lubricating	bearings.
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