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CATEGORY-RATED CONNECTORS | eXtreme®

EXTREME UTP QUICKPORT® CONNECTORS
• Patented Retention Force Technology (RFT) protects against damage from 4- or 6-pin plugs

• Pair Separation Towers facilitate quick, effective termination

• Compatible with Fluke JackRapid™ Punchdown Tool for quick and easy terminations

• Cat 6A connector includes a patented Cone of Silence® for additional alien crosstalk (AXT) suppression

• Patented large-format, tear-away, dual-layer wiring guide

• Made in the USA

EXTREME UTP QUICKPORT CONNECTORS

DESCRIPTION 1-PACK QUICKPACK® 25-PACK QUICKPACK 150-PACK 
WITH JACKRAPID TOOL

[A] eXtreme Cat 6A UTP Channel-Rated QuickPort Connector 6110G-R*6 — —

[B] eXtreme Cat 6 UTP Component-Rated QuickPort Connector 61110-R*6 61110-B*6 61110-J*6

[C] eXtreme Cat 5e UTP Component-Rated QuickPort Connector 5G110-R*5 5G110-B*5 5G110-J*5

* = Colors:  Choose from any of the colors below.          All Leviton Category-Rated Connectors are RoHS Compliant.

Green (V) Blue (L)Purple (P)Crimson (C)  Dark 
Red (R)

Orange (O) Yellow (Y) Black (E)Grey (G)Ivory (I)Light 
Almond (T)

Brown (B)White (W) 

FEATURE COMPONENT 
RATED

CHANNEL 
RATED

Meets ANSI/TIA standard � �
Exceeds ANSI/TIA standard �
Complete end-to-end channel tested � �
Individually certified (tested) component �
Meets channel-link performance � �
Greater permanent-link performance �
Ensures multi-manufacturer channel compatibility �

Component- vs. Channel-Rated PerformanceSPOTLIGHT
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