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■ Overview

With the BaseUnits, the ET 200SP offers a rugged and service-
friendly design with permanent wiring:

• No tools needed for one-handed wiring using push-in 
terminals

• Outstanding access due to arrangement of measuring tap, 
spring NC contacts and cable entry in columns, while at the 
same time reducing the space required by 64%

• Fault-proof color coding of the spring NC contacts for better 
orientation in the terminal panel

• Replacement of I/O modules during operation without 
affecting the wiring

• Operation with module gaps (missing I/O module)
• Automatic coding of the I/O modules prevents destruction

of the electronics if a module is accidentally inserted in the 
wrong slot during replacement  

• High immunity to electromagnetic interference due to 
- self-assembling shielded backplane bus,
- multi-layer conductor plate with shield levels for inter-

ference-free signal transmission from the terminal to the
I/O module,

- system-integrated, space-saving shield connection for quick 
installation.

■ Technical specifications

6ES7193-6BP00-0BA0 6ES7193-6BP00-0BA1 6ES7193-6BP00-0BD0 6ES7193-6BP00-0DA0 6ES7193-6BP00-0DA1
BU15-P16+A0+2B BU15-P16+A0+2B/T BU20-P12+A0+0B BU15-P16+A0+2D BU15-P16+A0+2D/T

Supply voltage
Rated value (AC) 400 V; 230 V AC (L1, N)

Dimensions
Width 15 mm 15 mm 20 mm 15 mm 15 mm

Height 117 mm 117 mm 117 mm 117 mm 117 mm

Weights
Weight, approx. 40 g 40 g 47 g 40 g 40 g

6ES7193-6BP40-0BA1 6ES7193-6BP40-0DA1
BU15-P16+A0+12B/T BU15-P16+A0+12D/T

Dimensions
Width 15 mm 15 mm

Height 141 mm 141 mm

Weights
Weight, approx. 50 g 50 g

6ES7193-6BP20-0BA0 6ES7193-6BP20-0BB0 6ES7193-6BP20-0DA0 6ES7193-6BP20-0DC0
BU15-P16+A10+2B BU20-P12+A4+0B BU15-P16+A10+2D BU20-P6+A2+4D

Supply voltage
Rated value (AC) 230 V; 110 V 230 V; 110 V

Dimensions
Width 15 mm 20 mm 15 mm 20 mm

Height 141 mm 117 mm 141 mm 117 mm

Weights
Weight, approx. 50 g 48 g 50 g 47 g

Kap 09 eng.book  Seite 50  Mittwoch, 7. Mai 2014  4:18 16

© Siemens AG 2014



SIMATIC ET 200 distributed I/O
ET 200SP

BaseUnits

9/51Siemens ST 70 N · 2014

9

■ Ordering data Article No. Article No.

Type A0 BaseUnits

BU15-P16+A0+2D 6ES7193-6BP00-0DA0

BU type A0; BaseUnit (light) with 
16 process terminals to the module; 
for starting a new load group 
(max. 10 A)

BU15-P16+A0+2B 6ES7193-6BP00-0BA0

BU type A0; BaseUnit (dark) with
16 process terminals to the module; 
for continuing the load group

BU15-P16+A10+2D 6ES7193-6BP20-0DA0

BU type A0; BaseUnit (light) with 
16 process terminals (1...16) to the 
module and an additional 10 inter-
nally jumpered AUX terminals 
(1 A to 10 A); for starting a new load 
group (max. 10 A)

BU15-P16+A10+2B 6ES7193-6BP20-0BA0

BU type A0; BaseUnit (dark) with
16 process terminals (1...16) to the 
module and an additional 10 inter-
nally jumpered AUX terminals
(1 A to 10 A); for continuing the load 
group

Type B0 BaseUnits

BU20-P12+A4+0B 6ES7193-6BP20-0BB0

BU type B0; BaseUnit (dark) with
12 process terminals (1...12) to the 
module and an additional 4 inter-
nally jumpered AUX terminals 
(1 A to 4 A); for continuing the load 
group

Type B1 BaseUnits

BU20-P12+A0+4B 6ES7193-6BP20-0BB1

BU type B1; BaseUnit (dark) with
12 process terminals to the module; 
for continuing the load group

Type C0 BaseUnits 

BU20-P6+A2+4D 6ES7193-6BP20-0DC0

BU type C0; BaseUnit (light) with 
6 push-in terminals (1...6) to the 
module and an additional 
2 AUX terminals; new load group

Type D0 BaseUnits 

BU20-P12+A0+0B 6ES7193-6BP00-0BD0

BU type D0; BaseUnit (dark) with 
12 push-in terminals, without 
AUX terminals, bridged to the left

Type A1 BaseUnits
(with temperature detection)

BU15-P16+A0+2D/T 6ES7193-6BP00-0DA1

BU type A1; BaseUnit (light) with
16 process terminals to the module; 
for starting a new load group
(max. 10 A)

BU15-P16+A0+2B/T 6ES7193-6BP00-0BA1

BU type A1; BaseUnit (dark) with 
16 process terminals to the module; 
for continuing the load group

BU15-P16+A0+12D/T 6ES7193-6BP40-0DA1

BU type A1; BaseUnit (light) with
16 process terminals (1...16) to the 
module and an additional 2x5 inter-
nally jumpered additional terminals 
(1 B to 5 B and 1 C to 5 C);
for starting a new load group
(max. 10 A)

BU15-P16+A0+12B/T 6ES7193-6BP40-0BA1

BU type A1; BaseUnit (dark) with
16 process terminals (1...16) to the 
module and an additional 2x5 inter-
nally jumpered additional terminals 
(1 B to 5 B and 1 C to 5 C); 
for continuing the load group

Type F0 BaseUnits

BU20-P8+A4+0B 6ES7193-6BP20-0BF0

BU type F0; BaseUnit (dark) with
8 process terminals to the module 
and an additional 4 internally 
jumpered AUX terminals (1 A to 
4 A); for continuing the load group

Accessories

Reference identification label 6ES7193-6LF30-0AW0

10 sheets of 16 labels

BU cover

For covering empty slots (gaps); 
5 units
• 15 mm wide 6ES7133-6CV15-1AM0
• 20 mm wide 6ES7133-6CV20-1AM0

Shield connection 6ES7193-6SC00-1AM0

5 shield supports and 5 shield 
terminals

Color-coded labels
• Color code CC01, module-

specific, for 16 push-in terminals; 
for BaseUnit type A0, A1; 10 units

6ES7193-6CP01-2MA0

• Color code CC02, module-
specific, for 16 push-in terminals; 
for BaseUnit type A0, A1; 10 units

6ES7193-6CP02-2MA0

• Color code CC03, module-
specific, for 16 push-in terminals; 
for BaseUnit type A0, A1; 10 units

6ES7193-6CP03-2MA0

• Color code CC04, module-
specific, for 16 push-in terminals; 
for BaseUnit type A0, A1; 10 units

6ES7193-6CP04-2MA0

• Color code CC71, for 10 AUX 
terminals 1 A to 10 A,
for BU type A0, yellow/green, 
with push-in terminals; 10 units

6ES7193-6CP71-2AA0

• Color code CC72, for 10 AUX 
terminals 1 A to 10 A, for BU type 
A0, red, with push-in terminals; 
10 units

6ES7193-6CP72-2AA0

• Color code CC73, for 10 AUX 
terminals 1 A to 10 A, for BU type 
A0, blue, with push-in terminals; 
10 units

6ES7193-6CP73-2AA0

• Color code CC74, for 2x5 
additional terminals,5 x red, 
5 x blue, for BU type A1, with 
push-in terminals; 10 units 

6ES7193-6CP74-2AA0

• Color code CC81, for 4 AUX 
terminals 1 A to 4 A, yellow/green, 
for BaseUnit type B0; 10 units

6ES7193-6CP81-2AB0

• Color code CC82, for 4 AUX 
terminals 1 A to 4 A, red, for 
BaseUnit type B0; 10 units

6ES7193-6CP82-2AB0

• Color code CC83, for 4 AUX 
terminals 1 A to 4 A, blue, for 
BaseUnit type B0; 10 units

6ES7193-6CP83-2AB0

• Color code CC41, module-
specific, for 12 push-in terminals; 
for BaseUnit type B1; 10 units

6ES7193-6CP41-2MB0

• Color code CC84, for 2 AUX 
terminals 1 A to 2 A, yellow/green, 
for BaseUnit type C0; 10 units

6ES7193-6CP84-2AC0

• Color code CC85, for 2 AUX 
terminals 1 A to 2 A, red, for 
BaseUnit type C0; 10 units

6ES7193-6CP85-2AC0

• Color code CC86, for 2 AUX 
terminals 1 A to 2 A, blue, for 
BaseUnit type C0; 10 units

6ES7193-6CP86-2AC0
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