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1.1 Switching Devices

Safety Switches

Product Description
● Used to open or close 

a circuit
● Non-fusible safety 

switches provide a means 
to manually connect or 
disconnect the load from 
the source

● Fusible safety switches 
provide a means to 
manually open and close 
a circuit and overcurrent 
protection by means of 
installed fuses

● Also commonly referred 
to as a disconnect switch 
or disconnect

● Available from 30 to 1200A

Standards and Certifications
● UL® 98
● UL 50
● NEMA KS-1
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1.1Switching Devices

Safety Switches

Auxiliary Contact Rating

AC Pilot Duty Ratings DC Pilot Duty Ratings

Approximate Dimensions in Inches (mm)

Myers Type Hubs 

NEMA 3R (400A and above) 
NEMA 4, 4X (stainless steel), 12 

Plate Type Hubs 

For NEMA 3R enclosures (up to 200A) 

Catalog number DS900AP adapter kit 
permits Installation of Group 1 hubs on 
200A type general-duty, heavy-duty and 
double-throw switches.

Contact the Flex Center at 1-888-329-9272 or 
FlexSwitches@eaton.com for information on 
hubs for non-metallic NEMA 4X switches.

Catalog 
Number Description Volts

Break 
(Amperes)

Make
(Amperes)

DS200EK1 1NO-1NC 110 15.0 40.0

DS200EK1 1NO-1NC 220 10.0 20.0

DS200EK1 1NO-1NC 440 6.0 10.0

DS200EK1 1NO-1NC 600 5.0 8.0

DS200EK2 2NO/2NC 110 3.0 30.0

DS200EK2 2NO/2NC 220 1.5 15.0

DS200EK2 2NO/2NC 440 1.0 8.0

DS200EK2 2NO/2NC 600 0.8 6.0

Catalog 
Number Description Volts

Single Throw 
(Amperes)

Double Throw 
(Amperes)

DS200EK1 1NO-1NC 115 2.0 0.5

DS200EK1 1NO-1NC 230 0.5 0.2

DS200EK1 1NO-1NC 600 0.1 0.02

DS200EK2 2NO/2NC 115 1.0 0.2

DS200EK2 2NO/2NC 230 0.3 0.1

DS200EK2 2NO/2NC 600 0.1 —

Catalog Number Conduit Size

DS050MH 0.50 (12.7)

DS075MH 0.75 (19.1)

DS100MH 1.00 (25.4)

DS125MH 1.25 (31.8)

DS150MH 1.50 (38.1)

DS200MH 2.00 (50.8)

DS250MH 2.50 (63.5)

DS300MH 3.00 (76.2)

DS350MH 3.50 (88.9)

DS400MH 4.00 (101.6)

DS500MH 5.00 (127.0)

Group 1
General-Duty, Heavy-Duty, 
Double-Throw Through 100A

Group 2
General-Duty, Heavy-Duty, 
Double-Throw—200A

Catalog Number Conduit Size Catalog Number Conduit Size

DS075H1 0.75 (19.1) DS200H2 2.00 (50.8)

DS100H1 1.00 (25.4) DS250H2 2.50 (63.5)

DS125H1 1.25 (31.8) DS300H2 3.00 (76.2)

DS150H1 1.50 (38.1) — —

DS200H1 2.00 (50.8) — —

DS050MH

DS075H1
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1.1 Switching Devices

Safety Switches

Accessories

Type C361 NEMA 12 Safety Door Hardware
Type C361 door hardware kits 
are designed to function with 
all C361 and C371 disconnect 
switches and circuit breaker 
operating mechanisms.

These kits are designed for 
use with small enclosures 
up to 40 inches (1016 mm), 
intermediate 40–60 inches 
(1016–1524 mm) or larger 
floor cases over 60 inches 
(1524 mm) to provide 
enclosure sealing and 
protection against 

unauthorized entry. 
These kits can be used 
on enclosure flanges with 
material thickness ranging 
from 16 gauge through 
3/16 inches with flanges 
on the right side only. Door 
hardware kits are to be 
installed in a commercially 
available enclosure. Consult 
the enclosure manufacturer 
application data for proper 
kit selection. 

Type C361 NEMA 12 Safety 
Door Hardware

Handle Length (Inches) Catalog Number 1

4 C361KJ4

6 C361KJ6

Roller Latch 2 C361KR

NEMA 12 Safety 
Door Hardware

Interlocks and Connecting Rod

Electrical Interlocks

Connecting Rods—Increase Maximum Allowable Depth 
by 5 Inches

Notes
1 The 1/4-inch x 1/2-inch standard mill rectangular locking bar is not supplied with these kits.
2 Third roller latch for use with 4 or 6-inch handle when three-point latching is required.

Circuit Catalog Number

1NO-1NC DS200EK1

2NO-2NC DS200EK2

Application Catalog Number

Disconnect switches 30, 60, 100 and 200A
Circuit breakers 150, 250 and 400A

C371CS1

Circuit breakers 600, 800 and 1200A C371CS2
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1.1Switching Devices

Safety Switches

Accessories

Electrical Interlocks

Technical Data and Specifications

Line Lug Data

Dimensions
Approximate Dimensions in Inches (mm)

Frame Size

Approximate Dimensions 

Circuit Catalog Number

1NO-1NC DS200EK1

2NO-2NC DS200EK2

Disconnect Switch Size Wire Size

30A #2–14 Cu/Al

60A #2–14 Cu/Al

100A 1/0–14 Cu/Al

200A 250 kcmil–#6 Cu/Al

Description A B C D E

30–60A disconnect switch 8.63 (219.2) 11.38 (289.1) 6.50 (165.1) 1.50 (38.1) 9.50 (241.3)

150A circuit breaker 8.63 (219.2) 11.38 (289.1) 6.50 (165.1) 1.50 (38.1) 9.50 (241.3)

100A disconnect switch 9.88 (251.0) 13.38 (339.9) 7.00 (177.8) 1.25 (31.8) 11.75 (298.5)

250A circuit breaker 9.88 (251.0) 13.38 (339.9) 7.00 (177.8) 1.25 (31.8) 11.75 (298.5)

400A circuit breaker 9.88 (251.0) 13.38 (339.9) 7.00 (177.8) 1.25 (31.8) 11.75 (298.5)

0.31 (7.9)

0.38
(9.7)

0.38 (9.7) Dia. Holes
for Panel Support

if Necessary




