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2.3 Molded Case Circuit Breakers

Series C

Product Selection

Types KD, HKD and KDC Thermal-Magnetic Circuit Breakers with Interchangeable Trip Units

Notes
1 Magnetic trip adjustable 5–10 times continuous ampere rating.
2 Individually packed.
3 2TA400K, 3TA400K and 4TA400K terminal kits contain one terminal for each pole and one terminal cover.

Maximum
Continuous
Ampere Rating
at 40 °C

Standard Interrupting
Capacity
600 Vac Rated
35 kAIC at 480 Vac

High Interrupting 
Capacity
600 Vac Rated
65 kAIC at 480 Vac

Ultra High Interrupting
Capacity Current Limiting
600 Vac Rated
100 kAIC at 480 Vac

Thermal-Magnetic
Trip Unit Only 1

For Use with Standard
or High or Ultra High
Interrupting Frames

Standard Terminals Only

See Page V4-T2-179 for
Optional Terminals

Factory Assembled
Circuit Consisting
of Frame, Trip Unit
and Terminals 1

Factory Assembled
Circuit Consisting
of Frame, Trip Unit
and Terminals 1

Factory Assembled
Circuit Consisting
of Frame, Trip Unit
and Terminals 1

Catalog
Number

Catalog
Number

Catalog
Number

Catalog
Number

Catalog
Number

Two-Pole

100 KD2100 HKD2100 KDC2100 KT2100T TA300K 2

125 KD2125 HKD2125 KDC2125 KT2125T TA300K 2

150 KD2150 HKD2150 KDC2150 KT2150T TA300K 2

175 KD2175 HKD2175 KDC2175 KT2175T TA300K 2

200 KD2200 HKD2200 KDC2200 KT2200T TA300K 2

225 KD2225 HKD2225 KDC2225 KT2225T TA300K 2

250 KD2250 HKD2250 KDC2250 KT2250T TA350K 2

300 KD2300 HKD2300 KDC2300 KT2300T TA350K 2

350 KD2350 HKD2350 KDC2350 KT2350T TA350K 2

400 KD2400 HKD2400 KDC2400 KT2400T 2TA400K 3

Three-Pole

100 KD3100 HKD3100 KDC3100 KT3100T TA300K 2

125 KD3125 HKD3125 KDC3125 KT3125T TA300K 2

150 KD3150 HKD3150 KDC3150 KT3150T TA300K 2

175 KD3175 HKD3175 KDC3175 KT3175T TA300K 2

200 KD3200 HKD3200 KDC3200 KT3200T TA300K 2

225 KD3225 HKD3225 KDC3225 KT3225T TA300K 2

250 KD3250 HKD3250 KDC3250 KT3250T TA350K 2

300 KD3300 HKD3300 KDC3300 KT3300T TA350K 2

350 KD3350 HKD3350 KDC3350 KT3350T TA350K 2

400 KD3400 HKD3400 KDC3400 KT3400T 3TA400K 3

Four-Pole

100 KD4100 HKD4100 KDC4100 KT3100T TA300K 2

125 KD4125 HKD4125 KDC4125 KT3125T TA300K 2

175 KD4175 HKD4175 KDC4175 KT3175T TA300K 2

200 KD4200 HKD4200 KDC4200 KT3200T TA300K 2

225 KD4225 HKD4225 KDC4225 KT3225T TA300K 2

250 KD4250 HKD4250 KDC4250 KT3250T TA350K 2

300 KD4300 HKD4300 KDC4300 KT3300T TA350K 2

350 KD4350 HKD4350 KDC4350 KT3350T TA350K 2

400 KD4400 HKD4400 KDC4400 KT3400T 4TA400K 3
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2.3Molded Case Circuit Breakers

Series C

Accessories Selection Guide and Ordering Guide

Line and Load Terminals
Eaton’s line and load 
terminals provide wire 
connecting capabilities for 
specific ranges of continuous 
current ratings and wire 
types. All terminals comply 
with Underwriters 
Laboratories Standards

UL 486A and UL 486B and 
CSA Standard C22.2 No. 65, 
or Electrical Bulletin 1165. 
Unless otherwise specified, 
K-Frame circuit breaker line 
and load terminals are 
shipped separately for field 
installation. 

Ordering Information
K-Frame circuit breakers use 
Cu/AI terminals as standard. 
When optional copper or Cu/
AI terminals are required, 
order by catalog number. 
Specify if factory installation 
is required. 

Line and Load Terminals

Notes
1 Individually packed.
2 Terminal kits contain one terminal for each pole and one terminal cover.
3 Two-pole kit.
4 Three-pole kit.
5 Four-pole kit.
6 Terminal kits contain one terminal for each pole and three interphase barriers.

TA401K TA400K, T400K TA350K, T350K TA300K, T300K T400KCW, TA400KCW, 
TA401KCW

TA402K, T402K

Maximum
Breaker 
Amperes

Terminal
Body
Material

Wire 
Type

AWG Wire
Range/No. 
Conductors

Metric Wire
Range mm2

Terminal
Terminals with 
Control Wire Termination

Catalog
Number

Catalog
Number

Standard Cu/AI Pressure Terminals

225 Aluminum Cu/AI 3–350 (1) 35–185 TA300K 1 —

400 Aluminum Cu/AI 250–500 (1) 120–240 TA350K 1 —

400 Aluminum Cu/AI 3/0–250 (2) 95–120 2TA400K 23 2TA400KCW 23

400 Aluminum Cu/AI 3/0–250 (2) 95–120 3TA400K 24 3TA400KCW 24

400 Aluminum Cu/AI 3/0–250 (2) 95–120 4TA400K 56 4TA400KCW 56

Optional Copper and Cu/AI Pressure Type Terminals

225 Copper Cu 3–350 (1) 35–185 T300K1 —

400 Copper Cu 250–500 (1) 120–240 T350K 1 —

400 Copper Cu 3/0–250 (2) 95–120 2T400K 3 2T400KCW 23

3T400K 4 3T400KCW 24

4T400K 5 4T400KCW 56

400 Aluminum Cu/AI 2/0–250 (2)
or
2/0–500 (1)

70–120 2TA401K 23 2TA401KCW 23

70–240 3TA401K 24 3TA401KCW 24

70–240 4TA401K 56 4TA401KCW 56

400 Aluminum Cu/AI 500–750 (1) 300–400 2TA402K 23 —

3TA402K 24 —

4TA402K 56 —

400 Copper Cu 500–750 (1) — 2T402K 23 —

3T402K 24 —

4T402K 56 —

Tab is 1/4 x.032
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2.4 Molded Case Circuit Breakers

Definite Purpose

Features

Base Mounting Hardware
English base mounting 
hardware is included with 
GP frame only. For all other 
frames, order base mounting 
hardware separately as per 
the table to the right.

Line and Load Terminals
Both line and load terminals 
are included with GP-Frame 
Definite Purpose breakers. 
For all other frames, add “L” 
for line and load terminals 
to be included or “W” for 
no terminals.

Accessories

End Cap Accessory Kit
End caps for line and load 
conductor termination are 
optional with each breaker. 
End caps secure the 
conductor with a ring-type 
connector. The kit includes 
one end cap, three cap 
screws, three nuts and three 
lock washers.

Series C Accessories
For internal accessories, see 
Page V4-T2-273.

For external accessories, see 
Page V4-T2-306.

Base Mounting Hardware

Note: Base mounting hardware, is included with GP-Frame breakers. 
A separate catalog number is not required.

Line and Load Termination

Optional Line and Load Terminals

Notes
1 Package of three terminals.
2 Replacement use only.

End Cap Accessory Kit

Frame
Catalog Number
English Metric

GP Included —

FP BMH1 BMH1M

KP BMH3 BMH3M

LP BMH4 BMH4M

MP BMH5 BMH5M

Breaker
Termination
Type

Awg Wire
Range

Metric Wire
Range (mm)

Wire
Type

Bolt Size
English

Bolt Size
Metric

Torque
Lb–In

Torque
Nm

Catalog
Number

GP Wire #14–1/0 2.5–50 Cu only — — 45 5.1 Included

Breaker
Maximum
Amperes

Awg Wire
Range

Wire
Type

Catalog
Number

Catalog Number 
with Control Wire 
Termination

FP 100 #14–#10 Cu/Al 3T100FB 1 —

100 #8 Cu/Al 3T100FB 1 —

100 #6–#4 Cu/Al 3T100FB 1 —

100 #3–4/0 Cu/Al 3T100FB 1 —

200 #3–4/0 Cu only 3T150FB 1 —

225 #4–4/0 Cu/Al 3TA225FB 1 —

225 #6–300 Cu/Al 3TA225FDK3 1 —

225 #6–300 Cu/Al 3TA225FDK 12 —

KP 400 250–500 (1) Cu/Al TA350K —

400 3/0–250 (2) Cu/Al 3TA400K 1 3TA400KCW

LP 500 250–350 (2) Cu/Al TA602LD TA602LDCW

600 400–500 (2) Cu/Al 3TA603LDK 1 3TA603LDKCW

MP 800 3/0–400 (3) Cu/Al TA800MA2 TA800MA2CWT

800 500–750 (2) Cu/Al TA801MA TA801MACWT


