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PASS & SEYMOUR

WEATHERPROOF BOXES & COVERS
Heavy Cast Aluminum Covers Specification Grade

Features
•  Extremely durable for hard-use institutional applications.
•  Spring-loaded covers close automatically when plugs 

are removed.
•  Die-cast copper-free aluminum construction.
• Stainless steel springs. 

•  Screws and spring covers are chrome-plated brass.
• Baked-on lacquer finish.
•  Heavy rubber gaskets provide positive seal.
•  All covers below are for 4 screw mounting only.
•  Covers comply with NEC Section 406.9(A).
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Features
•  Heavy-duty die cast aluminum covers and plate.
• 3/32" gasket included.

• Stainless steel mounting screws.

CATALOG NUMBER DESCRIPTION COLOR

3RD PARTY COMPLIANCE

HEAVY CAST ALUMINUM COVERS – ONE GANG
4510  Duplex Receptacle, 2 Doors, Horizontal Gray • •

4511  Decorator/GFCI, Horizontal Gray • •

4512  Decorator/GFCI, Vertical Gray • •

7420  1 Gang Power Outlet, 1.593" max. Diameter, Vertical Gray • •

3393  1 Gang Power Outlet, 1.750" max. Diameter, Vertical Gray • •

CATALOG NUMBER DESCRIPTION COLOR

3RD PARTY COMPLIANCE

MULTIGANG COVERS – OUTDOOR
3796 2 Gang Power Outlet (2.156" Diameter Opening) Gray • •

3797 2 Gang Power Outlet (2.656" Diameter Opening) Gray • •




