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Model # Input Voltage Switch Watts Enclosure

EH10 120 VAC SPST 3600 Type 1 Indoor Steel

D. EH40 240 VAC DPST 7200 Type 1 Indoor Steel

EH10 and EH40 
Electronic Water Heater Time Switches

• 42 ON/OFF events per week 
• 7-day scheduling
• To-the-minute programming and time-keeping accuracy 
• External override switch 
• LED load indicator 
• Replaceable battery backup 

CT2000 
Percentage Cycle Time Switch 
•   Provides 8 field selectable timer durations of 30 seconds,  

1, 3, 5, 10, 30 minutes and 1 or 4 hours
•  Front cover buttons enable true flexibility for  

repetitive cycle times
• Temporary and permanent manual overrides
•  30 separate positions enable precise percentage  

ON time selection
• User settings stored in non-volatile memory 
• No DIP switches to program cycle time
•  Functions in dusty, ammonia, and wash-down environments
• Withstands surges of up to 6,000 VAC 
• Type 3R Indoor/Outdoor Aluminum Enclosure

Model # Input Voltage Switch

E. CT2000 120 or 240 VAC, 60 Hz SPST

Ratings:
Switch Rating for EH10:
30 A Inductive, 120 VAC 60Hz  
30 A Resistive, 120 VAC 60Hz  
5 A Tungsten, 120 VAC, 1 HP, 120 VAC
Switch Rating for EH40:
30 A Inductive, 240 VAC 60Hz 
30 A Resistive, 240 VAC 60Hz 
5 A Tungsten, 240 VAC, 1 ½ HP, 240 VAC

Ratings:
Resistive: 20 A,120/240 VAC, 28 VDC
Motor: 1 HP, 120 VAC, 2 HP, 240 VAC
General Purpose: 20 A, 240 VAC
Tungsten (Incandescent): 5 A, 240 VAC
Pilot Duty: 470 VA, 240 VAC 
Ballast (Fluorescent): 10 A, 277 VAC 
Surge Protection: up to 6,000 VAC 
Warranty: Limited 1 year
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