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1.4 Pushbuttons and Indicating Lights

16.2 mm Pushbuttons—RMQ-16

Accessories

Contact Elements

Screw Adapter

Incandescent 24V Bulbs 

LEDs (AC/DC) 

Insulated Ferrule 

Combination Box Spanner

Anti-Rotation Tab

Housing

Blanking Plug 

Cover Plate 

Note
1 Positive pole to X1. Integral suppressor circuit up to 1000V.

Feature
Catalog
Number

Normally open (N/O) E10

Normally closed (N/C) E01

Feature
Catalog
Number

Normally open (N/O) SRA10

Normally closed (N/C) SRA01

Lamp sockets SRAL

Voltage Current Color
Catalog
Number

6V 1W White WBGL6

12V WBGL12

24–28V WBGL24

Voltage Current Color
Catalog
Number

Multiple Chip LED

6V 45 mA Green WBLED-GN6

12V 24 mA WBLED-GN12

6V 45 mA Red WBLED-RT6

12V 24 mA WBLED-RT12

6V 45 mA Yellow WBGLED-GE6

12V 24 mA WBGLED-GE12

Single Chip LED 1

18–30V 7–12.5 mA Green LEDWB-G

Red LEDWB-R

White LEDWB-W

Blue LEDWB-B

Yellow LEDWB-Y

E10

E01

SRA10

WBGL6 

WBLED-GN6

Description
Catalog
Number

Insulated ferrule ISH2,8

Description
Catalog
Number

Mounting ring tool 16-MS

Description
Catalog
Number

Guard ring VS

Description Color
Catalog
Number

Surface mount enclosure White I8

Flush mount panel White E8

Black E8-SW

Size
Catalog
Number

18 x 18 mm Q18BS

25 x 25 mm Q25BS

Size Color
Catalog
Number

25 x 38 mm Black Q25AS

Gray Q25AGR

ISH2,8

R16-MS

VS

E8-SW

Q18BS

Q25AGR 




