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EXTENSION RING

• Easily installed.

• Quickly adjusts to new height.
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8 x 1/2 SMB-H-10 089465

8 x 3/4 SMB-H-15 089462

4 x 1/2, 4 x 3/4 SMB-H-10/15 089458   

4 x 1/2, 2 x 3/4, 2 x 1 SMB-H-10/20 089466

4 x 3/4 , 4 x 1 SMB-H-15/20 089464

Kwikon Standard Slab Boxes 
with Molded Connectors – Volume 44 cu in.

8 x 1/2 SMB-10 089460

4 x 1/2, 2 x 3/4 , 2 x 1 SMB-10/20 089461

Kwikon Standard Slab Boxes with Knockouts
(without Molded Connectors) – Volume 44 cu in.

STANDARD SLAB BOXES

• Approved for support of ceiling fans up to 35 lbs. and
luminaries up to 50 lbs.

• Concrete-tight.

• Corner and traditional mounting tabs offer contractors two
options when installing to the slab deck

• Angled design guides the nail into position within the trim
cover area

• All molded connectors have 360° locking tabs that exceed
UL and CSA requirements for pull-out.

• Manufactured from high-impact PVC.

• Nonmetallic/non-conducting/non-corroding.

• Threaded brass inserts. (10/32 for ceiling fans, 8/32 for
luminaries).

• Supplied as a fully assembled one piece unit.

• Clear Vue vacuum formed removable covers

SHALLOW SLAB BOXES

• Threaded brass inserts (10/32 for ceiling fans, 8/32 for
luminaires).

• Approval for support of ceiling fans up to 35 lbs and
luminaires up to 50 lbs.

• Overall height of box (2-7/8") allows for use in thinner
slabs.

• Clear Vue vacuum formed removable covers

Kwikon Slab Box Extension Ring

Adjusts height of SMB/SMBH series slab boxes by 1"

SMBR 089494

KWIKON SLAB BOXES
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8 x 1/2 SMBS-H-10 089480

8 x 3/4 SMBS-H-15 089482

4 x 1/2, 4 x 3/4 SMBS-H-10/15 089481

4 x 1/2, 2 x 3/4 , 2 x 1 SMBS-H-10/20 089483

4 x 3/4 , 4 x 1 SMBS-H-15/20 089484

Kwikon Shallow Slab Boxes 
with Molded Connectors – Volume 36 cu in.

8 x 1/2 SMBS-10 089490

4 x 1/2, 2 x 3/4 , 2 x 1 SMBS-10/20 089491

Kwikon Shallow Slab Boxes with Knockouts
(without Molded Connectors) – Volume 36 cu in.




