**Qwik Pins**

For fast, accurate alignment of carbon pipe flanges

Quick installing pins work to level flange (two-hole) for tack and weld-out

Hardened tapered Qwik Pins automatically center on 5/8 to 1-5/8" (16–42 mm) holes

Features Acme threads for maximum clamping power and hardened steel for long-lasting use

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
<th>Weight Lb.</th>
<th>Weight Kg.</th>
</tr>
</thead>
<tbody>
<tr>
<td>781235</td>
<td>Qwik Pins</td>
<td>4.0</td>
<td>1.8</td>
</tr>
</tbody>
</table>

**Simple Operation**

1. Push spring-loaded button
2. Separate pin from nut
3. Insert into top two flange holes
4. Push spring button and re-insert onto pin
5. Quarter turn to tighten

**Flange Leveler**

Now two-hole & level in one time-saving operation

Uses push-button Qwik Pin nuts for fast action

Features stub Acme threads for maximum clamping & hardened steel for lasting use

Automatically centers in flange holes 5/8 to 1-5/8" (16–42 mm)

Easily replaceable vials in the event of breakage

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
<th>Weight Lb.</th>
<th>Weight Kg.</th>
</tr>
</thead>
<tbody>
<tr>
<td>781240</td>
<td>Flange Leveler</td>
<td>4.5</td>
<td>2.0</td>
</tr>
<tr>
<td>779934</td>
<td>Vial Kit</td>
<td>0.5</td>
<td>0.2</td>
</tr>
</tbody>
</table>