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DECORA® AND DECORA PLUS™

Decora® and Decora Plus™ Wallplates

Features and Benefits

All Decora® Wallplates

» Accent any wall covering with a wide selection of colors and finishes
» Smooth face and rounded edges resist dust accumulation

» Color-matched metal mounting screws supplied

Midway
» Midway wallplates can be used to hide wall surface irregularities
» Midway wallplates are a full 0.375" taller and wider than standard wallplates

Oversize
« Oversize wallplates can be used to hide greater wall surface irregularities than those hidden by Midway wallplates
« Oversize wallplates are a full 0.75" taller and wider than standard wallplates

Thermoset Wallplates

« Designed for high dielectric strength and arc resistance

» Meets or exceeds UL 514 testing requirements

« Resistant to fading, discoloration, grease, oils, organic solvents and moisture scratches
 Backed by a limited 2-year warranty

Thermoplastic Wallplates

» Molded thermoplastic for maximum resistance to impact, abrasion, fading and discoloration
« Resistant to mechanical stress associated with high abuse applications

» Backed by a limited 10-year warranty

Metal Wallplates (Commercial Grade)

» Rounded edges to prevent injury and wall damage

« Deluxe stainless steel is non-magnetic Type 302, .032" thick — brushed finish
« Standard stainless steel Type 430, .032" thick, also available — brushed finish
« Brass is 70/30 alloy 260, .040" thick — polished or brushed finish

» Aluminum is 3004 alloy, .040" thick

« Backed by a limited 10-year warranty
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DECORA® | Wallplates

Decora®

Plastic, Nylo Metal ® @

Desc Color Cat. Cat. No. Cat. Cat. No. Cat. No. Material Type C Cat.No. Cat.
STA MIDWAY OVERSIZE | STANDARD  MIDWAY STA MIDWAY  OVERSIZE

1-Gang White 80401-W 80601-W 88601 80401-NW | PJ26-W Aluminum 83401 — —
Ivory 80401 80601 — 80401-NI PJ26-| Brass 81401 — —
|i| Lt. Almond | 80401-T 80601-T — 80401-NT PJ26-T Polished Brass 81401-PB — —
Gray 80401-GY | — — 80401-NGY | PJ26-GY Non-Magnetic S/S | 84401-40 55J26-40 | S026
Black 80401-E — — 80401-NE PJ26-E
Brown 80401 80601 — 80401-N PJ26
Red — — — 80401-NR PJ26-R
Blue — — — 80401-NB =
2-Gang White 80409-W 80609-W 88602 80409-NW | PJ262-W Aluminum 83409 — —
o Ivory 80409 80609- 86602 80409-NI PJ262-1 Brass 81409 — —
II Lt. Almond | 80409-T 80609-T — 80409-NT PJ262-T Polished Brass 81409-PB — —
— Gray 80409-GY — — 80409-NGY | PJ262-GY Non-Magnetic S/S | 84409-40 — S0262
Black 80409-E — — 80409-NE PJ262-E
Brown 80409 80609 - 80409-N =
Red - — - 80409-NR | —
3-Gang White 80411-W 80611-W | — 80411-NW | PJ263-W Aluminum 83411 - 50263
lvory 80411 80611 — 80411-NI PJ263- Brass 81411 — —
Lt. Almond | 80411-T 80611-T — 80411-NT PJ263-T Polished Brass 81411-PB — —
Gray 80411-GY — — 80411-NGY | PJ263-GY Non-Magnetic S/S | 84411-40 — —
Black 80411-E — — = =
Brown 80411 80611 — 80411-N —
4-Gang White 80412-W 80612-W | — 80412-NW | PJ264-W Brass 81412 — —
ERCIN Ivory 80412- 80612-| - 80412-NI PJ264-1 Non-Magnetic S/S | 84412-40 — —
IIII Lt. Almond | 80412-T 80612-T — 80412-NT PJ264-T "
— Gray 80412-GY | — - = PJ264-GY =
Black 80412-E — — = = >
Brown 80412 80612 — 80412-N = 8
5-Gang White 80423-W — — = = Brass 81423 — — )
Ivory 80423- — — = = Non-Magnetic S/S | 84423-40 — - %
Lt. Almond | 80423-T — — — — -
Gray 80423-GY | — - = = )
Black 80423E | — - - - &
Brown 80423 — — — — -
6-Gang White 80436-W — — — — Non-Magnetic S/S | 84436-40 | — — _‘d:’
...... Ivory 80436 — - - - ®
llllll Lt Almond | 80436-T | — - - - o
Gray 80436-GY | — - - - =
Black 80436 | — - - - o
Brown 80436 — — = = 4
White 80407-W* — — = = "6’
Ivory 804071 — — — — -
=
2
*Painted Metal Wallplate Continued on next page
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