
Reference page 45 for general fitting and standard finish specifications.
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O.D. Outside Dia. Wt./C
Part No. in. mm Lbs. kg

1/4” FW 47/64” (18.7) .7 (.32)
5/16” FW 7/8” (22.2) 1.4 (.63)
3/8” FW 1” (25.4) 1.7 (.77)
1/2” FW 13/8” (34.9) 3.9 (1.77)
5/8” FW 115/32”(37.3) 6.4 (2.90)
3/4” FW 2” (50.8) 10.9 (4.94)
7/8” FW 21/4” (57.1) 13.4 (6.08)

1” FW 21/2” (63.5) 18.8 (8.53)

LW 
Lock Washers
• Standard finish: Zinc-Plated,
Stainless Steel

FW 
Flat Washers
• Standard finish: Zinc-Plated,
Stainless Steel

FFW 
Flat Fender Washers
• Standard finish: Zinc-Plated

O.D.

Part No. Thread Loading Wt./C
Size Lbs. kN Lbs. kg

SLWN1/4 1/4-20 240 (1.07) 14.4 (6.5)

SLWN3/8 3/8-16 730 (3.24) 15.4 (7.0)

SLWN1/2 1/2-13 1350 (6.00) 18.8 (8.5)

SLWN5/8 5/8-11 2100 (9.33) 25.4 (11.5)

SLWNM6 M6 200 (0.90) 14.1 (6.4)

SLWNM8 M8 380 (1.70) 16.3 (7.4)

SLWNM10 M10 584 (2.60) 17.2 (7.8)

SLWNM12 M12 840 (3.70) 18.9 (8.6)

SLN 
Slip on Lock Nut
• Material: ASTM A307 Gr. A. 
• Safety Factor of 3.
• Standard finish: Zinc-Plated

Buzznut™
• Can be installed at any desired
position on the ATR, eliminating
the need to thread hex nuts
up along ATR. 

• Loading Safety Factor of 3.
• Torque: 6 ft./lbs (8 Nm)
• Available in Zinc Plated or 316 stainless steel.

Hardware

Strut Systems57

Wt./C
Part No. Lbs. kg

1/4” x 11/4” FFW 2.2 (1.00)
1/4” x 11/2” FFW  3.1 (1.40)
3/8” x 11/4” FFW 2.0 (.91)
3/8” x 11/2” FFW 3.0 (1.36)
1/2” x 2” FFW 5.4 (2.45)

Wt./C
Part No. Lbs. kg

1/4” LW .3 (.13)
5/16” LW .4 (.18)
3/8” LW .6 (.27)
1/2” LW 1.3 (.59)
5/8” LW 2.4 (1.09)
3/4” LW 3.8 (1.72)
7/8” LW 5.9 (2.67)

1” LW 8.8 (3.99)

Thread B C Recommended Load Wt./C
Part No. Size In. mm In. mm Lbs. kN Lbs. kg

SLN-1/2 1/2”-13 11/8” (28.6) 5/8” (15.9) 1330 (5.91) 6.0 (2.7)

SLN-5/8 5/8”-11 15/16” (33.3) 5/8” (15.9) 1650 (7.34) 7.0 (3.2)




