EXPANSION FITTINGS

For use with Scepter rigid PVC conduit, Scepter Expansion Fittings accommodate for conduit thermal
expansion and contraction. Available in an extensive range of sizes, expansion fittings are easily
installed for each specific installation. For best performance, it is recommended that the EK is
positioned immediately below the meter socket.

Size Part Product A (inches) B (inches Travel

inches Number Code max. min. inches

“0” Ring Expansion Joints

1/2 EJ10 077381 12.00 8.00 4
) 3/4 EJ15 077382 12.00 8.00 4
W et e 1 EJ20 077383 12.50 8.50 4
1-1/4 EJ25 077384 13.00 9.00 4
|‘_m’;X —> 1-1/2 EJ30 077385 13.00 9.00 4
2 EJ35 077386 13.25 9.25 4
2-1/2 EJ40 077387 13.25 9.25 4
— 3 EJ45 077388 22.25 14.25 8
3-1/2 EJ50 077389 22.25 14.25 8
{4_ B —>| 4 EJ55 077390 22.25 14.25 8
min. 5 EJ60 077391 22.25 14.25 8
6 EJ65 077392 22.25 14.25 8
Size Part Product
inches Number Code
16 Expansion & Deflection Fitting Assemblies

. 2 SE-J-35 077889
W 3 SE-J-45 077890
L\ 4 SE-J-55 077891

complete assembly

Size Part Product A Dia. 2 3 Overall

inches Number Code inches Length Length Length

One Piece Expansion Joints (OPEJ)

1/2 OPEJIO 077018  1.102 0.60 2.465 3.25
m 3/4 OPEJI5 077019 1314 0.729 2.646 3.50
__::-_\-a«.L EL Ly 1 OPEJ20 077053  1.610 0.885 2.725 3.75
W 1-1/4  OPEJ25 077054  1.987 0.950 2.895 4.00
1-1/2  OPEJ30 077061  2.208 1.075 3.030 4.25

2 OPEJ35 077063  2.701 1.140 3.206 4.50
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