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= REPLACEMENT PART = ACCESSORY

www.greenlee.com

Bi-Metal Hole Saws with Stops

personal preference.

CAT. NO. UPC NO. DESCRIPTION

826S 12787 Hole saw stop (Qty. 3)

830S 10912

PILOT DRILL

CARBIDE GRIT HOLE SAWS

 ACTUAL HOLE SIZE HOLE DIAMETER

 CAT. NO. UPC NO. INCH mm CONDUIT PG ISO

 725–7/8 10072 7/8 22.2 1/2" 16

 725–1-1/8 10073 1-1/8 28.6 3/4" 21

 725–1-3/8 10075 1-3/8 35.0 1"

 725–1-1/2 10076 1-1/2 38.1

 725–1-3/4 10077 1-3/4 44.4 1-1/4"

 725–2 10078 2 50.8 1-1/2"  50

 725–2-1/8 10079 2-1/8 54.0

 725–2-1/2 10080 2-1/2 63.5 2"  63

 725–3-5/8 10081 3-5/8 92.1 3"

 725–4-1/8 10687 4-1/8 104.8 3-1/2"

 725–4-1/2 01879 4-1/2 114.3 4"

Carbide-Grit Hole Saws

CAT. NO. UPC NO. DESCRIPTION

725-001 10082 1/4" Carbide Tipped Pilot Drill

 

smooth cuts through tile, cement board, and other abrasive materials.  

Perfect for cutting holes in Quazite® enclosure or hardy board siding  

for 3-0 box installation.

        USE WITH USE WITH WEIGHT

    ACTUAL HOLE SIZE HOLE DIA.  QUICK CHANGE STD. 

 CAT. NO. UPC NO.  INCH mm CONDUIT PG ISO COPPER PIPE SIZE ARBOR NO. ARBOR NO. LBS. g

 826S–7/8 

 826S–1-1/8 

 826S–1-3/8 

 826S–1-3/4 

 826S–2 

 826S–2-1/2 

02800*

02801*

37157, 
37155, 

or 38522

37156 or 
37154

37156


