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Enclosures and Junction boxes.

2” Type LB with rollers shown
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Form 35® Malleable Iron Unilet® Conduit Outlet Bodies
For use with Rigid Steel, Rigid Aluminum and IMC Conduit.



Threaded Type Conduit Bodies 

Hub Size (Inches) C E LB LL LR

-.6 C50-M E50-M LB50-M LL50-M LR50-M

%./ C75-M E75-M LB75-M LL75-M LR75-M

- C100-M E100-M LB100-M LL100-M LR100-M

-*-./ C125-M ‡ E125-M LB125-M ‡ LL125-M LR125-M

-*-.6 C150-M ‡ E150-M LB150-M ‡ LL150-M LR150-M

6 C200-M ‡ 9 LB200-M ‡ LL200-M LR200-M

6*-.6 C250-M ‡ 9 LB250-M ‡ LL250-M LR250-M

% C300-M ‡ 9 LB300-M ‡ LL300-M LR300-M

%*-.6 C350-M ‡ 9 LB350-M ‡ LL350-M LR350-M

/ C400-M ‡ 9 LB400-M ‡ LL400-M LR400-M

& 9 9 LB500-M 9 9

> 9 9 LB600-M 9 9

Hub Size (Inches)  LRL †  T  TA  TB  X

-.6 LRL50-M T50-M TA50-M TB50-M X50-M

%./ LRL75-M T75-M TA75-M TB75-M X75-M

- LRL100-M T100-M TA100-M TB100-M X100-M

-*-./ LRL125-M T125-M 9 TB125-M X125-M

-*-.6 LRL150-M T150-M 9 TB150-M X150-M

6 LRL200-M T200-M 9 TB200-M X200-M

6*-.6 9 T250-M 9 9 9

% 9 T300-M 9 9 9

%*-.6 9 T350-M 9 9 9

/ 9 T400-M 9 9 9

Back Style for Form 35 Unilet Conduit Body Sizes (Inches)

Unilet Body Flat Back Round Back Unilet Body Flat Back Round Back

�!�23 -.6�?�6 6*-.6������
 @3 -.6�?�-*-.6 -.6!�%./!�-!�6

+ -.6�?�-*-.6 -*-./������
 A -.6�?�6 -*-./������


22!�2B!�@ -.6�?�6 6*-.6������
 @� ����	4�	 –

† LRL Unilets have double opening and are furnished with one steel cover, assembled.
‡ Catalog numbers having roller feature, all others do not.
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Form 35® Malleable Iron Unilet® Conduit Outlet Bodies
For use with Rigid Steel, Rigid Aluminum and IMC Conduit.



Compression Type — For use with Threadless Rigid Metal Conduit – Flat Back Design

Hub Size (Inches) LB LRL * T

-.6 LB50N-M LRL50N-M T50N-M

%./ LB75N-M LRL75N-M T75N-M

- LB100N-M LRL100N-M T100N-M

Wiring Capacity: Combine Body and Cover Capacities for Total Usable Capacity per NEC 314.16(A)

Hub Size 
(Inches)

Capacity (in3/dm3)

C E LB LL & LR LRL T TA TB X
Stamped 

Cover
Cast 

Cover
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* LRL Unilets have double opening and are furnished with one steel cover, assembled.
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Form 35® Malleable Iron Unilet® Conduit Outlet Bodies and Wiring Capacity
Compression Type for use with Threadless Rigid Metal Conduit.



Covers and Gaskets *

Body Size (Inches) Blank Stamped Steel Blank Cast Malleable Neoprene Composition Fiber

Domed: 1/2” - 3” Flat: 1/2” - 2”

Tear out inner section  
to convert to “open type” gasket.Flat: 3-1/2” - 6” Domed: 2-1/2” - 4”

-.6 K50 K50-CM GK50-N GK50-V

%./ K75 K75-CM GK75-N GK75-V

- K100 K100-CM GK100-N GK100-V

-*-./ K125 & 150 K125 & 150-CM GK125-150-N GK125-150-V

-*-.6 K125 & 150 K125 & 150-CM GK125-150-N GK125-150-V

6 K200 K200-CM GK200-N GK200-V

6*-.6 K250 & 300 K250 & 300-CM GK250-300-N GK-250-300-V

% K250 & 300 K250 & 300-CM GK250-300-N GK-250-300-V

%*-.6 K350 & 400 K350 & 400-CM GK350-400-N GK-350-400-V

/ K350 & 400 K350 & 400-CM GK350-400-N GK-350-400-V

& K500 9 GK500-SN † 9

> K600 9 GK600-SN † 9

* Refer to previous page for Wiring Capacity Table.
† Not perforated.
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Covers and Gaskets for Form 35® Unilet® Conduit Outlet Bodies
Covers Furnished with Stainless Steel Fastening Screws.



Threaded Type (Inches/Millimeters)

Types A, C, TA, TB Types E, LB, LL, LR, LRL Types T, X

Hub Size A B C D E F G H J K L M N P
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Compression Type (Inches/Millimeters)

Types LB, LRL Type T

Hub Size A B C D E F G H J K L M N P
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Form 35® Malleable Iron Unilet® Conduit Outlet Bodies Dimensions
Threaded Type for use with Rigid Metal Conduit and IMC; Compression Type for use with Threadless Rigid Metal Conduit.


