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Spiral Wrap (continued)

Part Number Material*
Color

Length  
Per Reel

Bundle Diameter 
Range

Outside 
Diameter

Temperature 
Range

Wall 
Thickness Std. 

Pkg. 
Qty.‡Ft. m In. mm In. mm In. mm

T75NZFR-C20 Low Smoke 
Halogen-Free  

Flame-
Retardant 

Nylon

Black 100 30.5 5/8 – 5 15.9 – 127.0 0.75 19.1 -40°F – 149°F  
(-40°C – 65°C)

0.040 1.02 1

T38P-C0 Weather 
Resistant 

Polypropylene

Black 100 30.5 5/16 – 3 7.9 – 76.2 0.38 9.5 -40°F – 239°F  
(-40°C – 115°C)

0.030 0.76 1

T50P-C0 Weather 
Resistant 

Polypropylene

Black 100 30.5 3/8 – 4 9.5 – 101.6 0.50 12.7 -40°F – 239°F  
(-40°C – 115°C)

0.030 0.76 1

T100P-C0 Weather 
Resistant 

Polypropylene

Black 100 30.5 7/8 – 6 22.2 – 152.4 1.00 25.4 -40°F – 239°F  
(-40°C – 115°C)

0.030 0.76 1

T12T-C TFE^ Natural 100 30.5 1/16 – 1/2 1.6 – 12.7 0.12 3.2 -454°F – 356°F  
(-270°C – 180°C)

0.020 0.51 1

T19T-C TFE^ Natural 100 30.5 1/8 – 1 3.2 – 25.4 0.19 4.8 -454°F – 356°F  
(-270°C – 180°C)

0.030 0.76 1

T25T-L TFE^ Natural 50 15.2 3/16 – 2 4.8 – 50.8 0.25 6.4 -454°F – 356°F  
(-270°C – 180°C)

0.030 0.76 1

T25T-L0 TFE^ Black 50 15.2 3/16 – 2 4.8 – 50.8 0.25 6.4 -454°F – 356°F  
(-270°C – 180°C)

0.030 0.76 1

T38T-L TFE^ Natural 50 15.2 5/16 – 3 7.9 – 76.2 0.38 9.5 -454°F – 356°F  
(-270°C – 180°C)

0.030 0.76 1

T50T-Q TFE^ Natural 25 7.6 3/8 – 4 9.5 – 101.6 0.50 12.7 -454°F – 356°F  
(-270°C – 180°C)

0.030 0.76 1

T62T-Q TFE^ Natural 25 7.6 1/2 – 4 1/2 12.7 – 114.3 0.62 15.9 -454°F – 356°F  
(-270°C – 180°C)

0.030 0.76 1

T75T-X TFE^ Natural 10 3.1 5/8 – 5 15.9 – 127.0 0.75 19.1 -454°F – 356°F  
(-270°C – 180°C)

0.030 0.76 1

T100T-X TFE^ Natural 10 3.1 7/8 – 6 22.2 – 152.4 1.00 25.4 -454°F – 356°F  
(-270°C – 180°C)

0.040 1.02 1

*Flame retardant products are manufactured from a material that is rated UL 94V-0.
‡Reel packaging may contain splices. Contact Panduit Customer Service for further information.
^TFE is Polytetrafluorethylene material.
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