
Ball-Peen Hammers  
• Forged high-carbon steel head is hardened for additional durability

• Crowned face with uniform bevel

• Smoothly rounded peen

• Straight-grain hickory handle is stained and lacquered to withstand weather
803-12

Cat. No. Overall Length Head Weight Weight
803-8 11.5" (292.1 mm) 8.0 oz (227 g) 0.75 lb (0.34 kg)
803-12 12.5" (317.5 mm) 12.0 oz (340 g) 1.1 lb (0.5 kg)
803-16 13.5" (342.9 mm) 16.0 oz (454 g) 1.4 lb (0.6 kg)
803-24 15" (381.0 mm) 24.0 oz (680 g) 1.9 lb (0.9 kg)
803-32 15" (381.0 mm) 32.0 oz (907 g) 2.5 lb (1.1 kg)

Hand-Drilling Hammer  
• Extra-heavy, forged steel head, hardened and tempered

• Short handle for working in close quarters

• Select hickory handle is triple-wedged and lacquered to withstand weather

• Special handle treatment removes handle moisture and replaces 
it with oil to help eliminate the effects of extreme temperatures

823-48
Cat. No. Overall Length Head Weight Weight
823-48 10" (254.0 mm) 48 oz (1361 g) 3.3 lb (1.5 kg)

Setting Hammer  
• Durable epoxy resin handle helps to protect neck from fraying and 

splintering if incorrectly struck or over struck

• High-strength fiberglass shaft absorbs shock and keeps head tight

• Cushioned, PVC grip bonded to handle

• Special high-carbon steel, octagon shaped head with flat striking 
surface and rounded cross peen

820-16

Cat. No. Overall Length Head Weight Weight
820-16 13" (330.2 mm) 16.0 oz (454 g) 1.6 lb (0.7 kg)

Riveting Hammer  
• High-carbon steel round head is forged and hardened

• Flat striking surface with rounded cross peen

• Straight-grain American hickory handle is stained and lacquered

821-12Cat. No. Overall Length Head Weight Weight
821-12 12.25" (311.2 mm) 12.0 oz (340 g) 1.1 lb (0.5 kg)

Hammers

See page 297 for additional information on warnings.
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