
FEATURES & BENEFITS

SPECIFICATIONS

ACCESSORY  THERMOPLASTIC
WEATHERPROOF COVER, YELLOW

7770 | Pass & Seymour

Thermoplastic Weatherproof Cover, 2.38" Diameter Opening to Accommodate 50 Amp Turnlok (nonlockout), Yellow

  WARNING: This product can expose you to chemicals including DEHP and lead, which are known to the State of
California to cause cancer, and DEHP and lead, which are known to the State of California to cause birth defects or
other reproductive harm. For more information, go to www.P65Warnings.ca.gov.

Unbreakable glassfilled polycarbonate construction to withstand years of job site abuse and harsh
environmental exposure.
Stainless steel mounting screws also resist corrosion.
Covers comply with 2005 NEC Section 406.8(A) and 406.8(B)(2).
Moldedin label area (2.8 sq. in.) for preprinted or handwritten labels for identification of circuits, ratings
and other application data.
WPG1 and WPG2 have lockable bullnose for OSHA locktag/tagout compliance.
Covers fit all competitive inlets and outlets.
Preattached gaskets for easy installation and tight seal to panel or weatherproof box  with no misaligned
or collapsed gaskets.
Tamperproof hinge features permanent, lockedin pins for added security.

GENERAL INFO

Color: Yellow
Type: Accessories, Thermoplastic Cover
Special Features: Weatherproof

LISTING AGENCIES/THIRD PARTY CERTIFICATIONS

RoHS: Yes
UN SPSC: 39121403

DIMENSIONS

Height (US): 4.60"
Width (US): 3.00"

BUY AMERICAN ACT COMPLIANCE

Buy American Act Status: Trade Agreement Act Compliant
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