
224 H. Paulin & Co., a division of The Hillman Group Canada ULC

These jobber length high speed tool steel drill bits feature a ground body and polished flutes for fast chip removal. Suitable 
for drilling steel, wood and plastic. Bits are packaged on bar-coded hang-up cards individually (* 2 bits).

ORDER BY STOCK NUMBER
Stock No. Diameter Length Overall Stock No. Diameter Length Overall Stock No. Diameter Length Overall

High Speed Steel Drills High Speed Steel Drills High Speed Steel Drills
997-104* 1/16 1-7/8 997-117 17/64  4-1/8 997-130† 15/32 5-3/4
997-105* 5/64 2 997-118 9/32 4-1/4 997-131† 31/64 5-7/8
997-106* 3/32 2-1/4 997-119 19/64 4-3/8 997-132† 1/2 6
997-107* 7/64 2-5/8 997-120 5/16 4-1/2 Masonry Drills - Carbide Tip
997-108* 1/8 2-3/4 997-121 21/64 4-5/8 997-586 3/16 3-3/8
997-109 9/64 2-7/8 997-122 11/32 4-3/4 997-587 1/4 4
997-110 5/32 3-1/8 997-123 23/64 4-7/8 997-588 5/16 4-3/4
997-111 11/64 3-1/4 997-124 3/8 5 997-589 3/8 4-3/4
997-112 3/16 3-1/2 997-125† 25/64 5-1/8 997-590† 1/2 5-7/8
997-113 13/64 3-5/8 997-126† 13/32 5-1/4 997-591† 5/8 6
997-114 7/32 3-3/4 997-127† 27/64 5-3/8 997-592† 3/4 6
997-115 15/64 3-7/8 997-128† 7/16 5-1/2
997-116 1/4 4 997-129† 29/64 5-5/8

* These sizes 2 bits Per card. † 3/8 Reduced Shank

DRILL BIT MERCHANDISER
No. 022-115
Contains each of the 29 sizes of drill bits 
from 1/16” to 1/2” by 64th., including 3/8” 
reduced shanks, 1/4” to 1/2” Masonry Bits - 
and 1/8” double-ended panel drills. A total 
of 82 cards including an attractive header 
sign and merchandising rack suitable for wall, 
pegboard, counter, or gondola display.

1/8” DOUBLE ENDED 
PANEL DRILL
No. 997-594
High speed ground steel with special 135° 
split point. Made for body panel work. Starts 
cutting on contact, won’t wander, no centre 
punch required. 1/8” Dia. x 2” long double-
ended. Packed 5 bits per pouch.

997-594

HIGH SPEED STEEL INDUSTRIAL GRADE DRILL BITS
FORETS ACIER RAPIDE QUALITÉ INDUSTRIELS

997-120

022-115




