
Machine Bolts 

♦ C.S.A Standard             

♦ Bolts 8” and longer furnished with cone points 

♦ Supplied with square nut 

♦ Hot dip galvanized 

♦ Add “H” for Hex Head 

Cat No. Length  
Inches 

Thread 
Length 
Inches 

Shipping 
Wt. lbs 

(100 pcs) 

Std. Pkg 

K307-7 7 4 78 25 

K307-8 8 4 86 25 

K307-9 9 4 94 25 

K307-10 10 4 102 25 

K307-12 12 6 115 25 

K307-14 14 6 130 25 

K307-16 16 6 145 25 

K307-18 18 6 160 25 

K307-20 20 6 175 25 

K307-22 22 6 190 25 

K307-24 24 6 209 25 

K307-26 26 6 226 25 

Cat No. Length 
Inches 

Thread  
Length 
Inches 

Shipping 
Wt. lbs 

(100 pcs) 

Std. Pkg 

K308-8 8 4 130 25 

K308-10 10 6 150 25 

K308-12 12 6 175 25 

K308-14 14 6 200 25 

K308-16 16 6 225 25 

K308-18 18 6 245 25 

K308-20  20 6 270 25 

K308-22 22 6 300 25 

K308-24 24 6 320 25 

K308-26 26 6 340 25 

K308-28 28 6 360 25 

Cat No. Length 
Inches 

Thread 
Length 
Inches 

Shipping 
Wt. lbs 

(100 pcs) 

Std. Pkg 

K309-18 18 6 359 25 

K309-20 20 6 395 25 

K309-22 22 6 430 25 

K309-24 24 6 465 25 

K309-26 26 6 495 25 

K309-28 28 6 530 25 

K309-30 30 6 560 25 

K309-32 32 6 600 25 

K309-34 34 6 635 25 

K309-36 36 6 760 25 

7/8” Diameter Bolts 
3/4” Diameter Bolts 

5/8” Diameter Bolts 

K309 

Silicon Bronze Bolt 

♦ Add suffix SB to Cat No. 
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BOLTS, NUTS AND WASHERS 




